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NHD Toolkit: Introduction

I ntroducing the NHD T oolkit

The NHD Toolkit is acollection of ArcView (version 3.1 or higher 3.x) extensions that
are designed to assist users in the understanding and the use of the National Hydrography Dataset
(NHD). The NHD Toolkit currently contains the following extensions:

. NHD Load/Unload Workspace. This extension allows you to load, unload, and
symbolize NHD workspaces. The extension allows the user to select a standard set of
features to load, or make a custom selection.

. NHD Arc2Shape. This extension converts NHD data from NHDinArc format
(coverages) to NHDInSHP format (shapefiles). Reprojection of the data can be
conveniently performed during the conversion.

. NHD Navigate.This extension will perform navigations on all NHD workspaces |oaded
into a current View and display the navigation results. Y ou can specify the beginning
and ending points of the navigation, as well as the direction (upstream or downstream)
and distance to travel.

. NHD Reach Indexing Tool (NHD-RIT) The NHD-RIT isatool for associating surface
water entities, like trout waters or high quality waters, with the NHD. The NHD-RIT
uses ESRI's dynamic segmentation model to build event tables which store information
about the NHD reaches. The NHD-RIT allows the user to map surface water attributes
without editing the underlying NHD coverage.

When you download and install the NHD Toolkit on your computer you get all four
extensions. You can download the NHD Toolkit on the Internet at
http://nhd.usgs.gov/tools.html.

What isthe National Hydrography Dataset (NHD)?

NHD isanationally consistent hydrography dataset for the United States. It isthe
culmination of recent cooperative efforts between the U.S. Environmental Protection Agency
(EPA) and the U.S. Geologica Survey (USGS). It combines elements of the USGS digital line
graph (DLG) hydrography files and the USEPA Reach File (RF3). NHD is designed to serve
three simultaneous functions for surface waters:
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1. Provide astandard unique identifier (reach code) for each part of the surface water
network, for isolated streams, and for certain types of waterbodies,

2. Contain atabular routing (navigation) network of these features, and

3. Include adigital map representation of these features.

The significance of the reach codes is that they provide a common nomenclature for
georeferencing surface water entities. The benefit of using areach file like NHD for surface
water indexing is that the surface water data becomes anchored to reaches with unique
identifiers. This provides nationally consistent locational information, as well as data
compatibility between agencies and programs. Other benefits of using NHD are that the
maintenance of a national coverage will alow users to benefit from the enhancements of other
users, and use of NHD will ensure institutional memory for work performed using the national
standard. Using a national standard also ensures areadily accessible replacement for coverages
that are inadvertently damaged during processing.

More information about NHD is available from http://nhd.usgs.gov.
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Getting Started with the NHD Toolkit

Requirements
The NHD Toolkit requires the following hardware:

e A 200 MHz Pentium (or equivalent) personal computer with 64MB of RAM running
Windows 95/98/NT/2000.

e A 15-inch or larger color graphics monitor
e Substantial available hard disk space; 100 MB are recommended.

e ArcView version 3.1 or higher.

Obtaining and Working with NHD

In order to use the NHD Toolkit, you also need NHD workspaces. Y ou can download
NHD workspaces from http://nhd.usgs.gov.

NHD is distributed as ARC/INFO workspaces that have been tarred and compressed
(*.tgz). Each workspace contains data for one 8 digit USGS Hydrol ogic Cataloging Unit (CU).
These workspaces must be decompressed using tar.exe and gzip.exe. These freeware utilities are
part of the NHD Toolkit installation and are located in your NHDToolkit/NHDZcommon
directory. If you use WinZip*, you must be certain to use version 8.0 or later which preserves
filesthat are O bytesin size.

To unzip a NHD workspace, simply place the tar and gzip executable filesin the same
directory as the compressed file, and enter the following commands in a DOS prompt window.

To unzip:
c:\ gzip -d 02040301.tgz

To untar:
c:\ tar xvf 02040301.tar
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The NHD-RIT includes a utility (Uncompress NHD Wor kspace) that will run tar and
gzip for you from ArcView. You can aso use this utility to decompress multiple workspacesin a
single step.

* Note: Y ou can use WinZip version 8.0 to decompress NHD workspaces.
Appending NHD Coverages

If you wish to work with NHD workspaces that cover more than USGS CU'’s, you can
append them using the Append NHD AML available fiioitp://nhd.usgs.gov/tools.htmiThis

AML can be used in ARC/INFO to properly append NHD workspaces. These appended
workspaces can be used with any of the NHD Toolkit extensions.

Working with Projected Coverages

NHD coverages are distributed as unprojected (geographic - decimal degree) data. 1f you
wish to work with NHD in adifferent projection, it is recommended that you use a projected
NHD shapefile with the NHD-RIT. This ensures an accurate trang ation of your reach indexing
data, should you choose to reproject it. Reprojected NHD shapefiles can be created from the
NHD coverages using the NHDArc2Shape extension included in the NHD Toolkit.

The NHD Toolkit is compatible with projected workspaces where the distance units are
degrees, meters or feet. There are also a few other requirements that are enforced when a user
attempts to load an NHD workspace. The requirements for projected data are as follows:

. If the workspace is in ARC/INFO format and there is a projection file (nhd/prj.adf) that
contains a Datum, the Datum must be NAD83 or NAD27. Otherwise, if there is a
spheroid in the projection file, the last four positions must be numeric.

. If the workspace is in ARC/INFO coverage format, and there is no projection file
(nhd/prj.adf) then the user is prompted with the standard ArcView projection dialog. The
user should select GRS80 or Clark 1866 as the Spheroid. The Toolkit will not support
any other options.

. If the workspace is in shapefile format, and there is a projection file (nhd/linearrch.prj)

that contains a Datum, the value must be “D_North_American_1983" or “D_GRS_1980".

. If the workspace is in shapefile format and there is no projection file (nhd/linearrch.prj),
then the user is prompted with the standard ArcView projection dialog and should
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respond with either GRS80 or Clark1866 as the Spereoid. The Toolkit will not support
any other options.

Installing the NHD Toolkit.

Double click on the nhdtoolkit4_0_0.exe (or higher version) file that you downloaded
from the NHD website. The installation program will guide you through the installation process.
Y ou should run the installation on the machine where ArcView isinstalled, so if you run
ArcView over a network, you should run the installation on the server computer. When you have
finished the installation, NHD Load/ Unload Workspace, NHD Reach Indexing Tool, NHD
Navigate and NHD Arc2Shape will be available as extensions under your ArcView File menu.

Theinstallation will create an NHDT oolkit directory on your computer. This directory
contains files needed by the extensions as well as the on-line help files. Please do not delete this
directory asit will cause the Toolkit extensions to malfunction. The NHD-RIT will also create a
RIT folder in your temp directory after your first use of the RIT. Your user and source
information for use in the metadata is stored in this directory. If you delete this directory, you
will have to re-enter this information.
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NHD L oad/Unload Workspace

The NHD Load/Unload Workspace extension allows users to load and symbolize the
different features contained in an NHD workspace. The extension will also initialize links
between the tables and feature data in the loaded NHD workspaces.

L oading an NHD Workspace

Step 1. To use NHD Load/Unload Workspace, choose Extensions... from the File menu
inyour ArcView project, check the checkbox for NHD L oad/Unload Wor kspace and click OK.
Thiswill add an NHD_T ools menu to your View.

Step 2. Select Load NHD Workspace from the NHD Tools menu. You will be
prompted to select the “openme.txt” file inside your NHD workspace directory.

i} Please select the Dpenme.txt file under the NHD "H‘ El
File Mame: Drirectonies: 0K |
| openme.tat d:nhd415050301

= d -~ Carcel |
[= nhd

B 15050301

£ info

£ metadata

£ nhd

L £ nhdduu E
I 1 nhdot LI

Lizt Filez of Type: Drrives:

| openme. bt =] | d: =]

Navigate to this file and clickK. (Note: You must have decompressed NHD workspaces before
you can use NHD Load/Unload Workspace.)

Step 3. You are then prompted to select your desired load options. This allows you to
select specific NHD features and links that you would like to load into your project. If you are
unsure what to choose, chod@sé Themes, Tablesand Links.
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#2 NHD Load /Unload Workspace General Load Dpti::f |

Load Type
Chooze
¥ ‘Al Themes, Tables, and Links:

Or
[ Custam

Or ane ar rmore of
[T Lirean and Waterbady Reach Themes, Tables, and Links

[T Hetwork Themes, Tables, and Links
[T wiaterbady Themes, Tables. andlLinks
[ DU B aundaries

Symbalogy
" Standard color-onented symbol zet
(| Topographic map spmbol et ol
Cancel

Click OK. Thiswill load the NHD themesinto your View.

« 15080201 - Reach (nhd.route.rch) 1=
160503201 - Drain (nhd.route.drain)

15050301 - 00 Landmark (nhdpt)

160503201 - 10 Landmark {nhd. route.Im)

160503201 - W aterbody B each (nhd.region.reh’

15050301 - 20 Landmark {nhd.region.lm}

160503201 - Hode (nhd.node)

_
-
_
v
ﬂ 15050201 - W atarbody (nhd. region.wb)
_
_
¥

15050301 - DUU {nhdduu.region. dom?
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If you would like more information about the NHD themes in your View, please refer to
the reference documents available on the Internet at http://nhd.usgs.gov/techref.html. The
“NHDinArc QuickStart” and “Concepts and Content” documents are highly recommended for
new NHD users.

Other Features
Unload NHD Workspace(s)
This feature allows you remove any NHD workspaces you have loaded from your

ArcView project. Unload NHD Workspace will remove all theme, tables and links that you
have loaded in.

Note: If you use ArcView'sDelete Themes option from thevView menu to remove NHD themes,
it will cause NHD Load to malfunction.

Show NHD Tables
This feature allows you to view the NHD tables that you have loaded into your View.

When you choosg8how NHD Tables from theNHD_Tools menu, you are presented with a
dialog that allows you to choose which type of tables you would like to view.

Show NHD Tables

{~ Reach Tables

" Metwaork Tables

" “wWaterbodp T ables

............................................

" Landmark T ables

Canicel

When you clickOK, NHD Load/Unload Workspace will tile the tables in your ArcView

Window so that you can view them. You can make selections in the View, or the tables and the
associated records in the other tables will be highlighted. To learn more about which table links
may be available, see t8how NHD Tables help topic in theNHD L oad/Unload W or kspace

Help available from your ArcView Help menu.
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Hide NHD Tables

This feature will hide the tablesin your ArcView window that you displayed using Show
NHD Tables.

Change View Name

This feature allows you change the name of your active View. When you are using NHD
Load, thisisthe only method you should use to change your View name. If you change your
View name using the Properties option from the View menu it may cause NHD Load/Unload
Workspace to malfunction.

Refresh Loaded Workspace(s)

NHD Load/Unload workspace creates files in your temp directory that store information
about the linkages ArcView putsin place when you load aworkspace. If these temp filesare
deleted, ArcView will prompt you for their location when you open a saved ArcView project
where you used NHD Load/Unload workspace. Refresh L oaded Workspace(s) will recreate
these files for you so that you may continue to use your project. Thisfeatureisalso useful for
restoring a workspace in your View when atheme, table or link isinadvertently renamed or
deleted from the project.

Display Measure m

Display Measureisatool button in your ArcView View. Display measure will return
the Route and Measure information for NHD Route themes. This information will vary
depending on the active route theme. Network Reach themes, Drains, and 1D Landmarks are all
route themesin NHD. Display Measure will also display a graphic point on the location
clicked. When you use Display Measure on the NHD Reach theme, a distance valueis also
displayed. Thisdistance isthe distance in meters from the start point of the reach (O measure) to
the point of the click.

7! Results of RouteMeasure Query x|

Corr_id: 01230479%,
FeachCode: 100800010071 227,
Measure: 29.4412,

Diztance: 1572.33
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NHD Arc2Shape

NHD Arc2Shape converts NHD data from NHDinARC format (coverages) to
NHDInSHP format (shapefiles). Using NHDinSHP may improve performance when using NHD
datawith ArcView. Converting NHD workspace to NHDinSHP format also eliminates a known
measure problem with NHDinARC workspaces that have the following text at the bottom the
openme.txt file.

"FOD2ARC Version 1.80 rmfix patch”

NHD Arc2Shape also provides an easy way for users to convert geographic NHDIinARC
workspaces to projected shapefile format.

Using NHD Arc2Shape

Step 1. To use NHD Arc2Shape, choose Extensions... from the File menu in your
ArcView project, check the checkbox for NHD Arc2Shape and click OK. Thiswill add an
NHD_Tools menu to your View if you do not already have one.

Step 2. Select Convert Arc2Shape from the NHD_Tools menu. Y ou will be prompted
to select the “openme.txt” file in your NHD workspace directory.

i Please select the "‘openme.txt’ file under the NHD X|

File M arme: Directories: 0K

| openme. txt d:hnhd 10050004

= d . Cancel

[= nhd
B 10020004

£ info
£ metadata
£ nhd
(- £ nhdduu o
(. 71 nhdot ;I

Lizgt Fileg of Type: Drrives:
| Text files [ txt) =] | d =]
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Navigate to the “openme.txt” file in the workspace you would like to convert and@Kck

Step 3. If your NHD Workspace is unprojected (Geographic), you will be prompted to
select a projection for your converted workspace. You can choose “No Projection”, the “Current
View Projection” or the “EPA Albers Projection”. Make your choice and ¢l&k

Step 4 . You will be prompted to select a name and storage location for your NHDInSHP
workspace. The default name is the “Original Workspace Name” + “shp” and the default
location is the directory where your NHDIinARC workspace is stored. Choose a name and
storage location, or accept the defaults and @ik

Step 5. You will get a message box when the conversion has been completed
successfully.

£ NHD Arc2shape {nhdaZs.callnhdloa + x|

O HHD Arc2Shape conversion completed successfully.

Your converted workspace will have a directory structure similar to the NHDinArc
workspace. To load the NHDinSHP workspace in to your project, use NHD Load/Unload
Workspace and navigate to the openme.txt file just like you would for an NHDinArc workspace.

Running NHD Arc2Shapein Batch Mode

You can also use NHD Arc2Shape to convert batches of NHDInARC workspaces to
NHDInSHP. NHD Arc2Shape contains a sample script that you can modify to facilitate this
process. Before you can run a batch processing script, you need to create a text file that contains
the file names and path names of the NHDInARC workspaces you would like to convert, with the
file name and path name of the desired output file on the same line.

Sample Batch Text File

d:\nhd\nhdcovdata\03070102 d:\nhd\nhdshapedata\03070102shp
d:\nhd\nhdcovdata\03140201 d:\nhd\nhdshapedata\03140201shp
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Once your have created atext file with this format, you can run NHD Arc2Shapein
batch mode using the following steps.

Step 1. Go to your ArcView project window. Select Scriptsin the project window and
click New.

e

ik

= About MHD T ools
MHD Tools

Step 2. Select Load System Script... from the Script menu and scroll down to the script
called “nhda2s.batchrun” and cliSelect.

7 script Manager x|

| nhdaZs.batehiun | ok |

Cancel |

nhdaEs. batchoontrol

nhdaZs. ckCov

nhdads. ckCovProjection
nhdaZs. ckFeature
nhdaZs. ck\ViewProjection

nhdazz.cleanu
Y P Ly ..I.._II:l j
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Step 3. You can use this script to run your batch conversion job by modifying it in three
places that are marked with “****”. The first part of the code you need to change is the
pathname for your batch file.

Code Sample

wekkkkkk 1) Replace path name in the following line with the name ****
wrkeekkx and location of your text file containing the list of coverage/shapes ****
myfromFile = ( d:\projects\nhd\batchlist.txt" ).asfilename

Replace the “d:\projects\nhd\batchlist.txt” text in the code with the pathname for the batch text
file you created.

Step 4. The next parameter for you to change is location where you woull Hi2
Arc2Shape to store the output log text file. When you NIHD Arc2Shape in batch mode, it
will not display any errors encountered during the conversion, but it will write them to a log file.
It is a good idea to review this log file after each batch conversion.

Code Sample

wekkkxk 2) Replace path name in the following line with the name ****
wrkeekk and location you want to use for the log file ****

logfile = "d:\projects\nhd\nhdcovdata\logfile.txt"

Change the “d:\projects\nhd\nhdcovdata” to the pathname where you would like the output log
file to be stored.

Step 5. The last parameter to define is the desired projection. If your data are already
projected, set this tobne'. If your data are Geographic, you can choose to project the
workspaces to the current View projection, to EPA Albers, or you can define your own projection
(please see the ArcView help files for details on defining your specific projection).
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Code Sample

rxxxx%xx% 3) Indicate the projection in the following line ****
Yhkkkkkk*k DO not u% N||| *kk%k

myProjection = "none"

" Or you could get the projection from your View

'myProjection = av.getproject.finddoc("View1").getprojection

" Or you could un-comment the above lines to create and then use the
" EPA abers Projection. Also un-comment the following line
'myProjection = AlbersPrj

In the code sample above, ArcView will ignore lines of text that start with a single quote
(). You do not need to make any changes if you do not wish to change the data projection. If
you wish to use the View projection, remove the ’ from the “myProjection =
av.getproject.finddoc("Viewl").getprojection” line and add one to the “myProjection = "none"”
line. Make a similar change if you wish to use EPA Albers.

Step 6. ChooseCompile from theScript Menu. If your script compiles successfully,
then selecRun from theScript menu. ArcView will convert the workspaces listed in your
batch text file.
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NHD Navigate

The NHD Navigate extension allows users to perform navigation on all NHD workspaces
loaded into the current view and display the navigation results. NHD workspaces should be
loaded into the current view using the NHD Load/Unload Workspace extension that is also a part
of the NHD ArcView Toolkit. In order to perform navigations, you need to include the Network
Reach theme when you load the NHD workspace using NHD Load.

Using NHD Navigate

Step 1. To use NHD Navigate, choose Extensions... from the File menu in your
ArcView project, check the check box for NHD L oad/Unload Workspace and NHD Navigate.
Open aView.

Step 2. Use Load NHD Wor kspace from the NHD_Tools menu to load an NHD
workspace into your View. Make sure your load includes the NHD Reach Theme.

Step 3. Make the NHD Reach Theme active, click on the one of the NHD Navigate Tool
choices (rightmost tool button with blue arrow), then click on the location on the NHD Reach
Theme where you would like to start your navigation.

Step 4. Your Navigation Results will be added to your View as atheme. This theme will
be replaced with new results each time you perform additional navigations.

NHD Navigate can perform navigations across multiple NHD workspaces that have been
loaded with NHD Load. You can aso set parameters for your navigation (see the Navigation
Options section).

Types of Navigation

When you load the NHD Navigate extension into your View, you get a drop down button
tool that allows you to select the type of navigation you would like to perform. To use navigate
simply click on the desired tool, then click on the location on the NHD reach theme where you
would like to start the navigation.

NHD-RIT User Guide 17



NHD Navigate Draft

[1] Upstream Mainstem Selects all mainstem reaches upstream from the
selected point on areach.

Upstream Mainstem with Selects al mainstem and tributary reaches upstream
tributaries from the selected point on areach.

Downstream M ainstem Selects al mainstem reaches downstream from the
selected point on areach.

@ Downstream Mainstem Selects al mainstem reaches and divergences
with diver gences downstream from the selected point on areach.
E Point to Point Selects al reaches along the flow path between two
selected points.

Other Features
Navigation Options

Y ou can define different parameters for your navigation by selecting Navigation Options
from the NHD_Tools menu. When you change the setting in the Navigation Options dialog,
your changes will only take effect after you click the Save button. This button isonly visible
after you have made changes. If you change the value in the “Maximum Distance to travel” text
box, be sure to press your <Enter> key to maké&gve button visible.

x|

i Mavigation Options

Thiz window may be either open or cloged. The curently aved ophions at
any given time will remain in effect until the optionz are changed and zaved.

b axirnum Distance to Travel: I [
Diztance Units: o Meterzs O Miles " Feet

Traversal Order; i Hudroloaie Sequence @ Level Path
Reach Selection Mode: i 'Whole Beach ¢ Paint Along Reach

[~ Stop navigation at cu boundary

Save Cloze
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Maximum Distanceto Trave

This option allows you to specify a distance for your navigation. Y ou can specify
whether you want the distance units to be in meters or miles using the Distance Unitsradio
buttons. For example, you could specify 10 milesin the Naviagtion Options dialog. Then when
you performed an “Upstream Mainstem” navigation, your navigation results would contain the
mainstem reaches 10 miles above the point you selected.

A

. \\7\
Selected

Point

R

Upstream Mainstem Navigation
with 10 mile distance.

If you wish to stop using a migration distance, delete the value from the “Maximum
Distance to Travel” box.

Reach Sdlection Mode

You can specify whether you want the reach selection modeWthike Reach or Point
Along Reach. Whole Reach will start your selection at the downstream endpoint of the reach
you select, or in the case@dint to Point navigation, it will include the entire reach for the start
and end points of your selectioRoint Along Reach will start your navigation at the measure
along the reach where you click, or in the caseooft to Point navigation, the navigation
results will start and end at the points you define.
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Draft

7

Points
Clicked

~ {
Points \
Clicked 3

Point to Point Navigation with
“Whole Reach” selected.

Point to Point Navigation with
“Point Along Reach” selected.

Clear Navigation Start

Thisfeature is designed for use with the Point to Point Navigation tool. If you have
selected a starting point for your navigation, and would like to remove or change it, you can
select Clear Navigation Start from the NHD_Tools menu and your selection will be cleared.

20
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NHD Reach Indexing Tool

Overview

Georeferencing is the process of locating an entity in ‘real world’ coordinates. An
example would be obtaining latitude and longitude coordinates for a person’s home. Reach
Indexing is the process of georeferencing surface water entities, like Clean Water Act Section
303(d) waterbodies, to a spatial database such as the National Hydrography Dataset (NHD). The
Reach Indexing Tool for the National Hydrography Dataset (NHD-RIT) is designed to provide an
interactive Geographic Information System (GIS) interface to assist users with the georeferencing
process. The NHD-RIT is ideal for indexing any surface water entity, from habitat types to point
source dischargers to fish consumption advisories.

A previous version of thistool, the RF3-RIT, was used to georeference thousands of
streams and lakes, and staff in over 15 states have been trained in the use of RF3-RIT. An
automated methodology has been developed for migrating existing Reach Indexing work
performed with the RF3-RIT to the new NHD format. If you have existing reach indexing work
that needs to be converted, please contact Kimberly Sparks (ksparks@rti.org).

What doesthe NHD-RIT do?

There are many kinds of surface water data (like Fish Consumption Advisories or habitat
types) that are suitable for mapping to a GIS hydrography coverage. One method for associating
attributes with an existing coverage isto create additional fields in the coverage attribute table
and populate those fields with the desired values. The problem with this methodology is that
modifying the NHD attribute tables destroys the integrity of the nationally consistent coverage.
If many programs modify the NHD attribute tables in different ways, these data become difficult
to compile and analyze. Also, if the spatial structure of NHD is modified by an individual user,
the function of the NHD Reach Codes as unique locational data for individual reachesis
destroyed. Thereforeit isundesirable to modify the underlying structure of NHD.

The NHD-RIT uses the dynamic segmentation data model availablein ArcView. This
datamodel allows entities to be related to spatial database components (NHD reaches) without
editing the spatial objectsthemselvesin any way. The dynamic segmentation model is based on
the idea that attributes of a feature can be displayed by simply specifying the start and end points
of the feature along an arc, instead of joining the attributes directly to the arc attribute table. The
start and end points of these dynamic segments are stored in the “F_meas” (From measure) and
“T_meas” (To measure) fields in the NHD-RIT event table. The linear events are displayed as
linear features along the reach. The dynamic segmentation model can be used to georeference
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point or linear features to arouted linear coverage. Point event features have a single measured

position (P_meas) instead of a “To” and ‘From” measurement and are displayed as a single point
on a reach. Each record in the event table displays as an “event” reach. The use of events allows
users to index multiple entities to the same NHD reach or set of reaches. It also allows the user to
index an entity to a portion of a reach without having to modify the spatial extent of the reach

itself.

The NHD-RIT automates the process of creating NHD event tables and georeferencing
surface water entities. It is designed for users who are familiar with ArcView. The NHD-RIT
can be used by any organization that has a mandate to monitor and track surface water
information. The NHD event tables created by the NHD-RIT provide three fields to store
attribute data entered by the user: Entity 1D, Attribute Program and Attribute Value. Entity ID is
frequently used to store a unique identifier for a surface water entity (like a Fish Consumption
Advisory) that can be linked to an outside database that contains detailed information about the
entity. Attribute Vaue can be used to store a non unique descriptor about the surface waters,
such as habitat type or substrate. Attribute Program can be used to identify the Agency or
Program that is the source of the information. More information about georeferencing concepts
Isavailable at http://www.epa.gov/owow/monitoring/georef.

What's New in Version 3.0 of the NHD-RIT?

New Features

Custom Shape Themes. The NHD-RIT version 3.0 allows you to create custom shape
themes to represent features that are not stored in the NHD Hydrography. For example, you can
create custom polygons in bays and estuaries to represent shellfish harvesting areas. When you
use the NHD-RIT to create custom shape themes, metadata files are created and maintained, and
you can also take advantage of the other RIT features while using these themes, like using an 1D
List.

State Border Snapping. Thisfeature allows you to make sure that the surface water
features you have reach indexed do not go beyond the boundaries of your state’s jurisdiction.
Reach Indexing that extends beyond the state boundary will be clipped to the state polygon, and
waters that fall just short of the state line will be snapped to the border using a user defined
tolerance. In order to use this feature, you need to have a polygon shapefile that represents your
state border, with an attribute field that has the two letter abbreviation for the state.
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NHD-RIT Functionality

The NHD-RIT can create two main types of themes; themes georeferenced to NHD
(event and waterbody themes) and Custom Shape Themes which represent features which are not
in NHD. When you are using the RIT, you want to make sure you use the NHD methods as
often as possible, as this alows you to take advantage of the unique identifiersin NHD so you
can integrate and analyze your data with other programs.

Y ou can create and manipulate three kinds of themes georeferenced to NHD with the
NHD-RIT:

1. Linear event themes which are georeferenced to the NHD Network Reach Theme,
2. Point event themes which are georeferenced to the NHD Network Reach Theme, and
3. Waterbody themes which are created using the NHD Waterbody Reach Theme.

The linear and point event themes use the dynamic segmentation model for display.
Linear event tables contain fields for the NHD reach code, and To and From positions along the
reach that allow the event segment to display.

Select Fieldsfrom a Linear Event Table

F meas | T_meas | Rch _code Attr_prg Attr_val | Entity 1D State
0.00 100.00 07100005000296 Program Value Unique Identifier ST
0.00 50.00 07100005000297 Program Vaue Unique ldentifier ST

F_measand T_meas are the "from" and "to" measure fields respectively. Typically the
measures along an NHD reach go from 0.00 to 100.00, unless the reach is an artificial path (NHD
reaches that go through lakes, ponds or wide rivers), in which case the measures go from 0.00 to
200.00. When the from and to measures vary from these values, you know that only a portion of
areach has been indexed.

Point event tables are similar to linear event tables, except that instead of a"from™ and
"t0" measure, they have asingle P_meas, or "point” measure. Thisvalue identifieswhere along a
reach a point should display.
Selected Fields from a Point Event Table
P_meas | Rch_code Attr_prg Attr_val | Entity 1D State

56.69 07100005000296 Program Vaue Unique Identifier ST

The areal featuresin NHD (polygons) that represent lakes and reservoirs are referred to as
"waterbodies’ in NHD. Thereis no dynamic segmentation model for polygons, so the NHD-RIT
allows you to reach index NHD waterbodies by creating a waterbody shapefile. The table
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structure for the waterbody shapefile is similar to those for linear and point events, but there are
no measure fields.

It isimportant to note that linear and point event themes are simple *.dbf files that
ArcView can display using the NHD Network Reach Theme. The waterbody theme created by
the NHD-RIT isashapefile, and requires all of the component files (*.shp. *.shx, *.dbf) for
display in ArcView.

Y ou can also create point, line or polygon custom shape themes. The standard fieldsin
the custom shapefiles are similar to the event and waterbody tables, except that there are no NHD
reach code values or measures.
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Usingthe NHD-RIT

After you haveinstalled the NHD Toolkit, the NHD-RIT is available as an ArcView
extension.

To activate the NHD-RIT, choose Extensions... from the File menu. Scroll down until
you see NHD Reach Indexing Tool. Check the associated check box and click OK.

When you open anew View you will see an NHD-RIT menu, aswell asthe NHD_Tools
menu and several new buttons and tools (NHD Toolkit buttons and tools have blueicons) . See
the Function Reference section of this User Guide for detailed descriptions of each menu, button
and tool.

Before you can use the NHD-RIT, you need to load an NHD Workspace to georeference
surface water entitiesto. Loading the NHD-RIT automatically adds the NHD Load extension.
When loading NHD workspaces for Reach Indexing, performance time of the NHD-RIT is
greatly increased if you only add the reach themes.

L oading an NHD Workspace for Reach Indexing

1 Choose Load NHD Wor kspace from the NHD_Tools menu. Navigate to the
"openme.txt” file located inside the workspace directory for your NHD coverage.

2. When prompted to select aL oad Type, choose Linear and Water body Reach Themes,
Tablesand Links and click OK. The two reach themes are |oaded into the View.

Now that you have loaded an NHD workspace into your View, you can create a new
event theme, or load an existing event theme into the project.

NHD-RIT User Guide 25



NHD Reach Indexing Tool

Creating a New Event/Waterbody Theme

Step 1. Once you have added the NHD Reach and Waterbody Reach Themesto your View,

you can create a new event table by selecting NHD reaches and choosing one of the NHD-RIT
add event features. The procedure varies slightly depending on the type of event table (linear,

point or waterbody) you would like to create.

Adding events to a new linear event theme. Make the NHD Reach Theme active and
select the reaches you would like to reach index. Click onthe Add Linear Event(s) or entire
water bodie(s) button (shown below), or choose Add Linear Event(s) or entire water bodie(s)
from the pop-up menu that is activated by right clicking on the View to create the new events.
Proceed to Step 2.

Adding events to a new point event theme. Make the NHD Reach Theme active and
click on the Add point event on reach button (shown below). Click on the location where you
would like to create apoint. Proceed to Step 2.

i

Adding waterbodies to a new waterbody theme. Make the NHD Water body Reach
Theme active, click on the Select Entire Water body(ies) button (shown below), then draw a
polygon around the lake(s) of interest. Each time you click, another vertex will be added to your
selection polygon. Double click when you are finished. Y ou can also add lakes by selecting
them using the ArcView Select Featuretool (or other selection method) and using the Add
Linear Event(s) or entire water bodie(s) button or pop-up menu choice.

[&]

Step 2. You will be notified that no event table currently exists for the current route.

i} Mo event table for route nhd.ratrch x|

Mo event table could be located for the curent route. Pleaze
zelect ar create one.
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Click OK and you will be prompted to create one. On the next dialog, make sure the Create
new event/water body table radio button is selected and click OK.

Step.3. You will be prompted to select or enter an ID for the new events. Enter/Select the
appropriate values and click OK.

Step 4. You will then be prompted to choose a storage location for your new event table. You
can assign the new event/waterbody table any name you like. The NHD-RIT will suggest the
following default names.

Table Feature Type Default Name
Linear Event Table <NHDcoverageName>L .dbf
Point Event Table <NHDcoverageName>P.dbf
Waterbody Table <NHDcoverageName>W.dbf

Make the appropriate changes to the dialog and click OK.

Note: If an event/waterbody table with the same name as the one you are creating already
existsin your working directory, the NHD-RIT will prompt you to see if you want to overwrite
the existing table. If you choose Y es, then the existing event table will be deleted, as well as any
other filesin your working directory that have the same prefix. For example, an event table
named "303dwaters.dbf" would be deleted, and any file with that name as a prefix (like
"303dwaters _list.dbf") would also be del eted.

Step 5. If thisisthefirst event/waterbody theme that you are working with in the View and you
are working with Geographic data (decimal degrees), then you will be prompted to choose a
projection for your View. The View projection you select will not affect the underlying data. (If
you are not prompted, don’t worry about this).

Step 6. You are then prompted to create metadata for the event table. Click@retheNew
button. You will be prompted to entgser Information. If you have not used the NHD-RIT
before on the computer where you are working, you will need to enter your user information.
Otherwise, you can select your name from the list of users.
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Izer list: Contact Infarmation:

Andy Tester - Marne: Kim Sparks
) Agency: RTI
Johin Srmith Address: 3040 Carrwwalliz Road
City: RTP
State; MC
Zip: 27709
Update Yoicedt: 919-350-86595
Faxit: 915-930-8600
— E-mail: kzparks@t.org

=
]
=

Cancel Select I

Enter/Select the user information as appropriate and click Select. The Create new
metadata entry... dialog opens.

Create new metadata entry for event table 15050301 1.dbf

Ewent table title: | 150502011 dbF Originatar: [RT]
Purpoze: | 303(d) - :'-‘-.I:!stract : :
Lingar and point events representing the ﬂ
ar I waterbodies that do not suppart the state
degipnated uzes and are therefore olaced on ll
e |Manual corflation =] Additional Information _I
Frequency | Az needed x| =
Pragress: | work =] Time period data applies bo: [2000

Uzed sources [Contribution):

Add Source | | "Source iz nat local

Remove Source | -
| | »

Fepwords:
1-| 303d) 3-|Water quality imited streams 5| impaired
2-| THDL 4-| threatensd

Locational kewwords:
1. | LA 2 | 3 |

Ok, |

28 NHD-RIT User Guide



NHD Reach Indexing Tool

Y ou must fill thisinformation out completely, including adding a source by clicking on
the Add Sour ce button. The Add Sour ce button will open adialog that will allow you to choose
an existing source entry, or create a new entry.

i Sources
Sources: Source Information:
Citahon: CO DEQ
. Title: Colorado Department of
RF3/MNHD Migration - bl E rrvironimental Huality ' aterbady
RFE3/MHD Migration - WS descriptions.

IIpdate | Originator: ATI
Scale:

Currentness: 1933
Media: Hardcopy
Start D ate: 04-01-1337
Cancel Select | End Date: 05-19-0000

—
-
—

Either select an existing source and click Select or click New to create anew entry. After
you've entered the information for a new source entry, @ikk then clickSelect on the
Sour ces dialog. If you'd like to enter multiple sources for your indexing, you can modify the
percent contributed by each source by double clicking on the source nam€ieatesNew
Metadata... dialog.

When you have finished entering metadata, cD&kon theCreate new metadata...
dialog. The new event/waterbody table will be created and your event/waterbody theme will be
added to your View. Your new event/waterbody theme will have the same name in the View as
the event table you created.

Step 7. To continue working in your new event/waterbody theme, continue to select reaches in
theNHD Reach Theme or theNHD Waterbody Reach Theme and use the appropriate Add
tool for the desired feature.

Adding an Existing Event/Waterbody Theme

Step 1. If you downloaded event tables from the web, or acquired them from another NHD-RIT
user, the event tables may be in bundled format (eventTableName.tgz). If this is the case, run
Import Bundled Files from theNHD_tools menu. Otherwise move on to Step 2.

To uselmport Bundled Files, select this choice froldHD_Tools and use the dialog to
navigate to the location of your .tgz files. Select the bundles you would like to import, and click
OK.
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Step 2. Before your can add an existing event/waterbody theme to your View, you need to have
an NHD workspace in your View that contains the reaches your indexing work is georeferenced
to. Use NHD Load to load the NHD Reach and Water body Reach Themesto your View.

Step 3. Choose Load NHD Event Theme from the NHD-RIT menu. Make sure the L oad
existing event/water body table radio button is selected on the Select/L oad event/water body
table dialog and click OK.

Step 4. Navigate to the event/waterbody table you would like to load and click OK.

i Select Event Table x|
File: M arne: Directaries: oK
| fea 10180005 dbf d:‘nhdzample_datahexercized
; = dh - Cancel
[y fza 101800051 m.dbf [= rhdzample_data
B foa 101800050 mtdbf
By foa 101800050t dbf
B id_list.dbf
By wy_roads.dbf
Lizt Filez of Type: Drrives:
| dBase [*.dbf) >l | |

If you have more than one NHD workspace in your View, you will be prompted to select
the workspace that is associated with the event/waterbody theme that you are adding.

2 Which NHD? x|

Chooze the NHD linear reachwaterbody reach that iz
azzociated with event table;
d:snhdzample_data\exercigedhfca_101 30005 dbf

10180005 - Reach [nhd.route.rch) Cancel |

15050307 - Reach [nhd.route.rch)

[4]
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Choose the correct NHD theme and click OK .

Step 5. Thefirst time you edit an event theme, you will be prompted about metadata. To
continue to use the metadata information that is already associated with the event table, select the
existing entry and click Select Entry. To modify the existing metadata information, click
Update Entry. To create new metadata information (perhaps for a new data source) click New
Entry. You can also view the User and Source Information from this dial og.

Metadata entries for fca_101800051.dbE

Meta data entries:
fea 1018200085 dbf - Mew E ntry pdate Entry Delete Entry

Sources uzed [Contribution);

B T NHD-RIT Training (100%) A
Purpose: |NHD-FHT Training

Frogress: |In waark hd
Ilpdate Frequency: I,-.\.,g heeded Source Detailsl
Process: I M anual conflation Contact Person: I Kim Sparks

Time penod data applies to: | 2000 Contact Detail
K.emmords:

1-| trairifg 3-| 5-|

E.I 4.|

Locational Kemwords:
1 | Wioming 2-| 3-|

Select Entry |

Editing Event/ Waterbody Themes

In ArcView, when dealing with themesin a View, operations must be performed on
themes that are "active". The NHD-RIT employs a similar concept for keeping track of which
event theme you would like to edit. When you make the NHD Reach Theme or the NHD
Waterbody Reach Theme active, the NHD-RIT displays the name of the currently editable theme
inthe View title bar.
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id Wiewl - {Active table: 150503011.dbf}

] 150503011 dbf

Ay

ﬂ 15050301 - Reach(nhd.route.reh)

ﬂ 160503201 - W aterbody R each (nhd.region.rch)

The NHD-RIT will aso let you know which theme is being edited in the Choose I D
dialog when you are adding new events/waterbodies.

Choose ID - Add Event to 101900021. dbf

Select ID by entering:
Entity_ID I‘m Mame I
Attr_Prg I cu I
Attr Wl I Type I

Offzet I State: | =]

| Entitby_ID

“| | b
Cancel | ] | Length:

If you need to change the "editable" event/waterbody theme associated with an NHD
coverage, and the event/waterbody theme you want to edit is already in your Project, choose
Load NHD Event Theme from the NHD-RIT menu. Select the Event/Waterbody theme you
wish to edit from the list box in the lower portion of the dialog and click OK. When you "create
new" or "load existing" event/waterbody themes to the View, they are automatically set to the
editable theme.

Sometimes the NHD-RIT is unable to determine which event/waterbody theme you wish
to edit. An example would be when you add a feature for which there is no current event theme
inthe View (you try to add a point event, but there are no point event themesin your View). You
will get a message box similar to the one pictured below.
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i} No conezponding event types

creating a point event.  Please select or create a paint event

O The current event table for the moute iz linear, yet you are
table.

When you click OK you will be able to create a new event/waterbody theme, load an
existing theme into the project, or select an event theme that is already available in the View.

Editing Valuesin the Event/Water body Table
Y ou can change the current Entity 1D, Attribute Value (Attr_val), or Attribute Program

(Attr_prg) values you've reach indexed in your Event/Waterbody table usifyéhe Editing
Tool Box.

Editing Events/Waterbodies

1. Make the Event/Waterbody table active and select the entities you wish to modify.
2. Click on theEdit events/water bodies button, or choosEdit events/water bodies
from the pop-up menu that is activated by right clicking in the View.

LE]

This activates th&vent Editing Tool Box.
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#2 Event Editing Tool Box
Edit [DAAtkribute W alue
Current Entity_id: COwater], COwater?

v Mew Entity_id: [ COwatert |=]
Current Attribute Program: CODELQ
[ Mew aAtt_Pra: [CODED =] D Lisgt

Current Attribute Yalue: Troutl
IV Mew At Val S
Current Offzet; 0

[ Mew Offzet: |

Ewent tManipulation
. . Split one event
Move end point ko b events

Brves Db b Planeeed Doyl e o |

Cancel | I EES.*ES.*-*.*?E;‘;?:| Update |

3. Use the drop down lists to change the values of any of the attribute fields, or typein a
new offset value. Only values that are marked in the check box will be modified when
you click Update. If you wish to add new values, click on thelD List button to call
the Choose I D dialog.

Changing the Spatial Extent of Linear Events

Y ou can also use the Event Editing Tool Box to modify the spatial extent of existing
events. The two spatial modifications that you can perform are moving the end point on an
existing event, or dividing one event into two events.

Moving End Points

1 Make the linear event theme active and select the linear event you would like to modify
(only select one event).

2. Click on the Edit events/water bodies button to activate the Event Editing Tool Box.

3. Click on the M ove endpoint button. The NHD-RIT will display the current endpoints of
the selected events. (Note: Y ou may need to move the Event Editing Tool Box dialog
out of the way to see the endpoints.)
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s

/\

4. Click on the location that you would like to move the end point to. The NHD-RIT will
select the endpoint closest to the location you clicked and ask if it is the endpoint you
would like to move.

5. If the selected endpoint is the correct one, click Y es and the end point will be moved to
the desired location. If the incorrect end point is selected, click No and the NHD-RIT
will select the other end point and ask again. Click Y esto move that end point to the
location indicated.

If you move an endpoint of an event within 10% of the reaches distance to the end point
of the reach, the event endpoint will "snap” to the end of the reach. This 10% value is the default
setting for the NHD-RIT. If you would like to change this value, choose Change Snapping
Distance from the NHD-RIT menu. The snapping distance you choose will also affect the
creation of point events.

Splitting One Event into Two

1 Make the linear event theme active and select the event you would like to split into two

(select only one).

2. Click on the Edit events/water bodies button to activate the Event Editing Tool Box.

5] Click on the Split one event into two events button, then click on the location where you
would like to divide the event (you may need to move the Event Editing Tool Box out of
the way to do this).

4, The NHD-RIT will divide the segment, select one half and ask if you would like to
change the attribute values that are currently assigned to the new event.
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@ Change ID[s]?

['o vou want bo change the Entity_id, &tkr_Pra, Attr_%al, anddar
Eoffzet walue of the event zelected in pellow?

Current Entitp_ID = COwater2

Current Att_Prg = CODEQ

Current At al = rout2

Tes

If you click Yes, you will be able to enter/select new values using the Choose I D dialog.
If you click No the values will remain unchanged.

5. The NHD-RIT will then select the other half of the split event and ask if you would like
to change the attribute values.

6. Even if you do not change the attribute values of either piece, the original event will now
exist as two separate events.

If you split an event in error, or wish to merge events that lie on the same reach, you can
use Merge Events. To usethisfeature, select the events that you would like to merge and select
Merge Eventsfrom the NHD-RIT menu. Merge Eventswill only work if the selected events
have the same Entity ID, Attribute Value and Attribute Program.

Deleting Events/Water bodies

Y ou can delete events or waterbodies by selecting them and clicking on the Delete
events/water bodies button.
o]

Delete events/water bodiesis also available from the pop-up menu that is activated when
you right click on the View.

If you delete all of the eventsin an event/waterbody table, the event table and associated
files should be deleted from the disk. Sometimes the NHD-RIT can not delete these files
because they arein use by ArcView. If thisoccursyou will be presented with a message box that
tells you which files could not be deleted. Y ou should delete them after you have compl eted
your indexing session and closed ArcView.

Note: It isimportant to delete events or waterbodies using the delete function available
through the NHD-RIT. If you delete events or waterbodies using other methods, the associated
metadata and transaction files will be out of sync with the event/waterbody table.
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The NHD-RIT aso offers an Undo Delete function. Undo Delete will restore the
events/waterbodies from your most recent delete. Undo Delete also restores the associated
metadata and transaction files. Undo Deleteis available as a button and from the NHD-RIT
menul.

(D]

Copying Events

In some cases, there may be a need to assign more than one set of attributes to the same
area of stream. You can represent these areasin linear event tables by creating multiple events
on the same NHD reach, and then defining an offset value, so that the copy will display along
side of the original reach. There are two ways to create copied events.

1 Make the event table active, select the events you would like to copy, and select Copy
Events from the NHD-RIT menu, or from the pop-up menu that is activated by right
clicking on the View. Assign the appropriate attribute values and be sure to set an Offset
value (see information about offset values below).

Or

2. Make the NHD Network Reach Theme active, select the area you wish to copy and use
the Add event(s) or entire water body(ies) button, or select it from the pop-up menu that
is activated by right clicking on the View. Assign the appropriate attribute values and be
sure to set an Offset.

COffset
Event

The Offset value that you set depends on your View projection units. If you wish to
display multiple copies of asingle event, simply set different offset values. If you set a negative
offset value, it will change the side of the reach the copy displayson. The following values are
recommended. They can be modified as necessary to achieve the desired display.
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View Projection Units First Offset Second Offset | Third Offset

Decimal Degrees .001 .002 .003
Meters 100 200 300
Feet 300 600 900

Note: The offset value stored in your event table (eoffset field) is stored in coverage
units, but you enter the offset valuein View units. If your View is not projected, then coverage
units = view units.

Due to aknown problem with ArcView, offset events do not always display. Y ou will
have the best success if you work in the same View projection as your data projection.

To force offsets to draw, make the linear event theme active and click the Draw Offsets button,
or select Draw Offsetsfrom the NHD-RIT menu. Then click ArcView'€lear Selected
Features buttonand your offsets will display.

Special Toolsfor Adding Events/Waterbodies
Add Partial Waterbody

Add partial waterbody allows you to index only a portion of a lake. You might wish to
do this if there is a change in the lake composition, or perhaps a change in jurisdictidrddThe
partial waterbody button is available as a drop down tool belowAlke Water body(ies)
button.

To add a partial waterbody

1. Make the NHD Waterbody Reach theme active and clichtluepartial water body
button.

2. Draw a polygon around the lake area of interest. Each time you click, another vertex
will be added to your selection polygon (be sure to only include one lake in your
selection polygon). Double click when you are finished.

You can merge partial waterbodies on the same waterbody reach udher gecEvents
feature. To use this feature, select the waterbodies that you would like to merge and select
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Merge Eventsfrom the NHD-RIT menu. Y ou can only merge waterbodies that have the same
Entity_ID, Attribute Value and Attribute Program.

Adding Offset Points
Y ou may wish to index a point that does not lie directly on an NHD reach. Y ou can use

the Add offset point tool to reach index these areas. Add offset point is available asadrop
down tool below the Add point event on reach button.

[~]
B4
To add an offset point
1 Make the NHD Reach theme active and click the Add offset point button.
2. Click on the location where you would like to add a point. The NHD-RIT will add a

point at the selected location. The new point will be georeferenced to the nearest NHD
Transport reach.

Creating a New Custom Shape Theme

Y ou can create a Custom Shape Theme in your NHD-RIT project by using one of the
Add tools from the Custom Shapes tool drop down.

|T| Add Custom Point

@ Add Custom Line

[cz] Add Custom Polygon

AR PSA R

Custom Shapes Tool Drop Down

Step 1. Click on one of the Add Custom Shape tools and draw the feature you would like to
add. If you are using the Add Custom Line or Add Custom Polygon tool, click once and drag
to make the shape. Click once, each time you want to add a vertex, and double click when you
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arefinished. You can aso create a new custom shapes theme by selecting featuresin an existing
theme and clicking on theA\” button.

Step 2. You will be prompted to create a new custom theme. Make su€r daee new
Custom Theme radio button is selected and clioK.

Step 3. You will be prompted to select a storage location for your new custom theme. You can
name your custom theme anything you like. The default name is Custom_<feature type>.shp.
Make the appropriate changes to the dialog and click OK.

Step 4. If there are no other NHD-RIT themes in your view, you will be prompted to enter
projection information for your new shapefile. Select your desired projection an®#lick
You will then be prompted for projection units and datum. Make the appropriate selections.

If there are other NHD-RIT themes in your view, then your new theme will have the same
projection information as the other themes in your View.

Step 5. Next you will be prompted to select or enter an ID for the new shape. Enter/Select the
appropriate values and cli€xK.

Step 6. You are then prompted to create metadata for the new custom shapefile. Click on the
Create New button. You will be prompted to entdser Information. If you have not used the
NHD-RIT before on the computer where you are working, you will need to enter your user
information. Otherwise, you can select your name from the list of users.

x

Contact Infarmation:

Mame: Kimberly Sparks
Agency: BTI
Mew Addresz: 3040 Cornwalliz Road
City: RTP
State: NC
Jip: 27709
Update | Yoiced: 919-330-8635
Faxt: 913-930-8600
— E-mail: kzparksi=rti.arg

-

Canicel | Select I

Enter/Select the user information as appropriate and $Hekt. TheCreate new
metadata entry... Dialog opens.
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Create new metadata entry for event table uguide_line.dbf

Ewent table title: I custom_line, dbf Originatar: I RTI
Purpose: Iﬁ[ﬂ[d] — Ahbstract
Custam Shape files representing the ﬂ
ar | waterbodies that da not support the state
dezsinnated wzez and are therefare nlared nn ;I
Process:  [Manual conflation =] Additional Infarmation J
Y
Frequency | Az needed | =

Progress: | In work | Time period data applies ta: I S000

I zed sources [Contribution]:

Add Source | & | FSource iz nat local

Remove Source | -
1| | »

K.epwards:
1-| 303(d] 3-| W ater quality limited streams 5-| impaired
2-| THOL 4-| threatened

Locational Kewwords:
1 I L&, 2 | 3.|

Ok |

Y ou must fill out thisinformation completely, including adding a source by clicking on
the Add Sour ce button. The Add Source button will open adialog that will allow you to choose
an existing source entry, or create a new entry.

x

Sources: Source Information:
305b Reach Indexing Citation: 3050 Reach Indexing
Title: Mantana 305k reach
L0 DEQ New indexing.
FL DEP Coverage Originator: RTI
. Scale: 100,000
Georgia 2000 303(d) ﬂl Currentness; 2000
|dah WES Coverage Media: Digital
T hd Start Date: 05-01-1339
End Date; 03-31-2001
Cancel | Select |
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Either select an existing source and click Select or click New to create anew entry. After
you've entered the information for a new source entry, €lik then clickSelect on the
Sources dialog. If you'd like to enter multiple sources for your work, you can modify the
percent contributed by each source by double clicking on the source nam€ieatesNew
Metadata... dialog.

When you have finished entering metadata, cD&kon theCreate new metadata...
dialog. The new custom shapefile will be created and your custom shape theme will be added to
your View. Your new event/waterbody theme will have the same name in the View as the
custom shapefile you created.

Step 7. To continue working on your new custom shape theme, you can either use the add shape
tools to add additional features, or you can select features in existing shapefiles andA'se the “
button to add them to your custom shapes theme.

L oading an Existing Custom Shape Theme

Step 1. If you downloaded custom shapefiles from the web, or acquired them from another
NHD-RIT user, the files may be in bundled format (customshapefilename.tgz). If this is the case,
runImport Bundled Files from theNHD_tools menu. Otherwise, move on to Step 2.

To use Import Bundled Files, select this choice from NHD_Tools menu and use the
dialog to navigate to the location of your .tgz files. Select the bundles you would like to import,
and click OK.

Step 2. Choosd.oad Custom Shape Theme from theNHD-RIT menu. Make sure tHeoad
Existing Custom Theme radio button is selected on tBeeate a Custom Theme dialog and
click OK.

Step 3. Navigate to the custom shapefile you would like to load and Glick

Step 4. The first time you edit the custom shapefile with the NHD-RIT, you will be prompted
about metadatal o continue to use the metadata information that is already associated with the
custom shape theme, select the existing entry and click Select Entry. To modify the existing
metadata information, click Update Entry. To create new metadata information (perhaps for a
new data source) click New Entry. You can also view the User and Source Information from
thisdiaog.
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Metadata entries for custom_line.dbFf

keta data entries:

Mew Entry | Update Erntry | Delete Entry

Sources uzed [Contrbution):
|daho "W5 Coverage [100%] &

Elriginatl:ur:l RTI

Purpose: I 305k

Frogress: I If waark, -

|Ipdate Frequency: I,.-_\.,S needed Source Details

Process: |Manual conflation Cantact Person: IKimbEﬂ_.,. Sparks

Time perod data applies to; | 2000 Contact D etail

K eypwards:
1-| 305(b) 3-| monitoring 5-|

2-| "water quality azzessments 4-|

Locational Kemsmords:
1 I I 2 | 3 |

Select Entry |

Editing Custom Shapefiles
Editing Valuesin the Custom Shape Theme
Y ou can change the current Entity ID, Attribute Value (Attr_val), or Attribute Program

(Attr_prg) values you've reach indexed in your Custom Shape Theme usiagdtteEditing
Tool Box.

Editing Custom Shapes

1. Make the Custom Shape Theme you wish to edit active, and select the entities
wish to modify.

2. Click on theEdit events/water bodies button, or chooskEdit events/water bodies
from the pop-up menu that is activated by right clicking in the View.

(=]

This activates th&vent Editing Tool Box.

NHD-RIT User Guide 43



NHD Reach Indexing Tool

#2 Event Editing Tool Box
Edit [Dddsttribute Yalue

Current Entity_id: M Twater]

¥ Mew Ertity_id: IMTwater'I
Current Attribute Program: MT DEQ

™ Mew Attr_Pra: |h.1T DEQ

Current &ttribute W alue: Swamp

¥ Mew Attr_Val | Swamp
[Eurrent Dzt i

[ My Offsek: I

Event M anipulation

Mowe end point

Split one event
inta bwo events

Cancel |

the Choose I D dialog.

3. Usethe drop down lists to change the values of any of the attribute fields, or typein a
new offset value. Only values that are marked with a checkbox will be modified when
you click Update. If you wish to add new values, click on the ID List button to open

Changing the Spatial Extent of Custom Shapes

Y ou can change the spatial extent of Custom Lines or Polygons by splitting them in two,
or by merging them together. These split and merge tools are shown below.

AR PSA R

Custom Shapes Tool Drop Down

[=] Split Custom Line
[=] Merge Custom Lines

[¢ Split Custom Polygon

|&€Z| Merge Custom Polygons
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Splitting Custom Linesor Polygons

1. Make the Custom Line or Polygon theme active and select the shape you would like to
split into two (select only one).

2. Click on the appropriate splitting tool from the Custom Shapes Tool drop down. Click
with this tool near the location where you like to make the split, hold your mouse button
down and drag it across to define the split. Double click when you are finished.

3. The NHD-RIT will divide the segment, select one piece and ask if you would like to
change the attribute values that are currently assigned to the new event.

Do pow want to change the Entity_id, Att_Prg, Attr_al, and/ar
Eoffzet walue of the event selected it yellow?

Current Entity_id = kM Twater]

Current Attr_prg = MT DEQ

Current Attr_wal = Swamp

T'es

If you click Yes, you will be able to enter/select new values using the Choose I D dialog.
If you click No, the values will remain unchanged.

4. The NHD-RIT will then select the other piece of the shape and ask if you would like to
change the attribute values.

5. Even if you do not change the attribute values for either piece, the original shape will now

exist as two separate features.

If you split a custom shapein error, or wish to merge shapes, you can use the custom
shapes merge tools. Select the shapes you would like to merge, then select the appropriate tool
The merge tools will only work on custom shapes that have the same Entity_ID, Attribute Value,
and Attribute Program.

Deleting Custom Shapes

Y ou can delete custom shapes by selecting them and clicking on the Delete
Events/Water bodies button.

o]

Delete EventsWaterbodiesis also available from the pop-up menu that is activated
when you right click on the view.
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Using NHD Navigate with the NHD-RIT

Y ou can add navigation results from the NHD Navigate extension to an NHD event table
that you have created or loaded using the NHD-RIT. Y ou can only do this for navigations that do
not cross NHD Workspaces. The Stop navigation at CU boundary check box in the
Navigation Optionswill ensure that your navigations do not cross workspace boundaries when
you are dealing with CU level workspaces.  After you have performed a navigation, click on the
Add Linear Event(s) or Entire Waterbody(ies) (blue A icon) button. Select/Enter an Entity
ID, Attribute Value and Attribute Program when prompted, click OK and your navigation will be
added to the event table. If you have a Navigation Results themein your View, and you have a
selection in the active reach theme, when you select Add Linear Event(s) or Entire
Water body(ies) the NHD-RIT will prompt you to see whether you would like to add the
Navigation Results to the View or the selection in the reach theme. After you add Navigation
resultsto an NHD-RIT event theme, the Navigations Results theme will be removed from your
View.

Other Features
Usingan ID list

Asyou reach index, it can be helpful to work with alist of values you would like to usein
your event tables to prevent alot of repetitive typing and typos. The NHD-RIT allows you to use
a list contained in a dbase file you've created, or the NHD-RIT can create a file and build the list
as you work. You can also choose to work without a list. The dbase file that contains the ID’s is
referred to as an ID list. An ID list has six fields that the NHD-RIT can use:

. Entity 1D . Name
. Attribute Value . USGS 8 digit Cataloging Unit
. Attribute Program . Type

Entity 1D, Attribute Value and Attribute Program are the only values that are actually
stored in the event table. The other three fields (Name, USGS Cataloging Unit, and Type) are
available to aid the user in selecting the correct values from the list (it is much easier to search
for a stream name visually than an Entity_ID). There are no required naming conventions for
fields in the ID list.

The NHD-RIT offers 5 options for working with an ID list. The default is to work without a list
(NoList). If you wish to use another method, choGdange ID List from theNHD-RIT
menu.
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Select 1D List

" Create Mew

= Load Existing

" Create from Database
& Mo List

" Select Loaded

ID lizts in curent project:

Cancel 1] 4

TheID list options are as follows:

Create New -- You do not currently have an ID list, but you would like the NHD-RIT
to create one for you. The NHD-RIT will build atable with records for each
combination of values (Entity _ID, Attr_prg and Attr_val) that you enter. When you
choose this option, you will be prompted to select a name and directory location for
your ID list. The NHD-RIT will also allow you to choose the field namesin the ID list.
This option will only require you to enter new values one time, after which you can
select them from your list.

Load Existing -- You already have a table with Entity ID’s or attribute values you

would like to use in your event table. This dbf file can have any name, and there are no
required naming conventions for the fields in the table. When you load an existing
table, you are prompted to define which field corresponds with which event table value.
Note: The fields that represent Entity ID, Attr_Val, and Attr_prg in your ID list must

be character fields. You will get an error if they are numeric fields.

Create From Database-- This option will allow you to extract an ID list from an

existing database like the TMDL Tracking System or the 305(b) Assessment Database.
This feature is not implemented in version 3.0 of the NHD-RIT, but may be available

in future versions.

No List (default) -- This option allows you to enter the values you want in the event
table each time you add or edit an event. No list is created. When this option is used,
the Choose ID dialog allows you to select from a list of values that exist in the event
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table being edited.

o Select Loaded -- Usethisoption to select an ID list you have already loaded in to your
project. You may have several ID lists loaded into your project, but you may only
select ID’s for indexing from one list at a time.

Changing Legend Symbology
The NHD-RIT can update the legend for your event/waterbody and custom shape themes

as you reach index. You can classify your legend by Entity ID, Attr_prg, Attr_val, any
combination of two of those fields, or using all three fields.

To change the legend symbology, se@cange L egend Symbology from theNHD-RIT menu.
Check all of the values you would like to use for legend classification anddiick

2 Field(s] to spmbolize Ed

Check the Field[z] that pou want
to symbalize the legend or:

[+ Entity 1D
[~ Athr_Prg

[T Use as default symbology
Cancel I ]

Select Reaches by Waterbody Name

Select Reaches by Waterbody Name is available from th&lHD-RIT menu as well as
the pop-up menu that is activated by right clicking on the View. This feature provides an easy
method for you to select waters in NHD using waterbody name. When you Seteute
Reaches by Waterbody Name, a dialog appears that allows you to select one or more names
from the active NHD reach theme. You can also search for a name by typing the first few letters
into the "Search Names for:" box. When you cli, the NHD reaches with the names you
selected will be selected in your View. You can thenAdatlinear event(s) or entire
water bodie(s) to add them to your event/waterbody theme. It is a good idea to examine your
selection before your add it to your event/waterbody theme.
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View/Update Metadata

View/Update M etadata is available from the NHD-RIT menu. It allows you to modify
the current metadata information for an active event/waterbody or custom shape theme in your
View. You can view the current user information and source information. Y ou can also delete
any old metadata entries that no longer apply to the event table.

View/Update Users

View/Update Usersis available from the NHD-RIT menu. It allows you to change or
modify the current user information for your project. Changes you make to the user information
will be reflected in the metadata for the event/waterbody and custom shape themes you are
working with.

Convert to NHD Events

Convert to NHD Eventsallows you to convert existing GI S information containing
surface water entitiesto NHD event tables. Any type of data that can be added to an ArcView
View (ARC/INFO coverage, shapefile, latitude/longitude coordinates) can be converted. You can
convert al three feature types (point, line and waterbody) and coverages of multiple extents. For
example, if you wish to convert a coverage that contains waters for a state basin that is comprised
of three 8-digit USGS cataloging units, as long as you load the appropriate NHD workspaces into
your View, events will be created for the entire state basin area. Y ou can also migrate surface
waters from multiple coveragesto NHD event tables using this feature.

The NHD-RIT migrates the surface waters in your coverage to NHD events by generating
abuffer area around each entity, selecting the NHD reaches that fall within the buffer and creating
corresponding events. An example of abuffer areafor alinear surface water is shown in the
figure below.
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The NHD-RIT will prompt you to enter a buffer distance for the migration. Increasing the
buffer size will increase the number of NHD reaches that are selected for each entity in your
coverage. This can decrease the accuracy of the migration. Prior experience has shown that a
buffer distance of 100 m (equivalent to .001 when working in decimal degrees) works well for
coverages whose line work is similar to NHD.

Touse" Convert to NHD Events®

6. Add the coverage(s) you would like to convert to NHD eventsto your View. UseNHD
L oad to add the appropriate NHD workspaces.

7. Choose Convert to NHD eventsfrom the NHD-RIT menu. Select the theme(s) you
would like to convert to NHD events and click Next. (Remember, these themes can be
linear, point and/or polygon themes.)

8. Y ou are then prompted to select the NHD coverages/shapefiles you would like to have
events migrated to. Select the Reach Themes for migrating points and linear events and
the Waterbody Reach Theme for migrating polygons. Select themesfor al of the NHD
workspaces you would like to migrate eventsto. Click Next.

9. Next you are prompted to select a buffer distance. Y ou should enter the buffer distancein
your coverage units (Geographic = decimal degrees, Albers = meters, etc).

i1 Begin Transfer Entity ID's X|

Buffer Distance [coverage unitz): I

[ Medium Buffer (0.001] [~ Small Buffer (0.00071]
Muote: Pre-Defined Bufferz are for Geographic [DD] data only

[ dutarmatically set DEESET walue?

[Mffzet [merement [meters]: I

[T Create events an ENTIRE reaches ORHLCY.

[ i&dd new event table(s] o view

Cancel | Back | M et |

This dialog has a check box that alows you to add the new event table(s) that are created
during the migration to the View (thisis agood ideaif you wish to view the results).
Check the appropriate options and click Next.
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10.  You arethen prompted to specify which fieldsin your coverage attribute tables are
equivalent to the Entity_ID, Attribute Program or Attribute Value fields in the event table.

i! Select the ID, Program and Yalue fields |
ICr Field Fra Field Y&l Field
Ga_303d2000.shp (03110103 - E)
[ & myfles\ganhd 03110103 dbF [Nhd =] | = | =] Need D
Gia_303d2000.shp (03110207 - £
I d:Mmyfilestaainhdy031 102011, dbf |Mhd_id £ | =l | x| HeedID |

State: | G, |

Apply 1zt ta all | 0k |

Use the Apply 1% to All button to apply the values you select for the first theme to the
remaining themes. Y ou can change the name and storage location of the event table that
will be created by modifying the path name in the text box. Y ou must enter a path name
that already exists (i.e. the migration will not create a directory for you). You can aso
choose the state your surface waters are located in and the State field will be populated in
each event/waterbody table. Make your selections, then click on the Need I D button to
enter metadata for each event table you are creating. Enter all of the required information,
then click OK on the metadata entry form. Click OK on the Select ID... form.

When you convert multiple coverages to NHD event/waterbody tables, the NHD-RIT
creates an event/waterbody theme for each input coverage, and then merges them together to
create one output theme for each feature type. This can result in the creation of overlapping
event/waterbodies in the table. You can identify these overlapsin the linear event tables using the
NHD-RIT’s Find Overlaps utility. You should always carefully examine the outpuCofivert
to NHD Events.

After running the coversion, it is a good idea to examine each entity to make sure it is
correctly represented in NHD. You can use the NHD-RQAQC Converted NHD Events
feature to help with this process.

QAQC Converted NHD Events

As you run the NHD-RIT'€onvert to NHD Eventsfeature, a QA log is created that
stores codes that indicate the success of your conve@®QC Converted NHD Events aids
in the process of comparing your coverage to the converted NHD event themes and shows you the
values stored in the QA log. You can only QA one event/waterbody theme at a time.
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Touse" QAQC Converted NHD Events®

Select QAQC Converted NHD Events from the NHD-RIT menu.

Y ou will be prompted to navigate to the QA tables that were created during the conversion
process. The QA table will be stored in the same directory as the new event table and will
be named "EventTableName" +"_QA".

The QA dialog will open. In the three drop down boxes at the top of the dialog, you need
to select the original coverage used in the migration, the name of the event table you want
to QA, and the name of the corresponding QA table. The original coverage and the new
event theme must be in your view in order for thisto work. When you select the original
covergae, you will be prompted to select the fields in the coverage that correspond to the
Entity_ID, Attr_prg, and Attr_val fields in the event table. If you are not using the field
you are being prompted for, hit Cancel. If the QA table you need is not in the drop down
list, you can click on the Add QA Table button to add it to the project.

i Migrate to NHD Events {Conflation) l] X|
LAAC Event Theme
Ma:-cl . —
Original Theme: | Existingdata.shp =
» MHD Event Theme: |‘|5|:|2|:||:||:|5|_|:||:|f =l
in
MHD QAT Table: | 15020005 qa.dbf | Add G2 Tal:ulel
Entity to Qb TIC
Select Entity_id: R - |
£oom |
Select Attr_wal: | =]
Selech Att_pra; | =]

Contains BAAC Codes: 10

[1A/0C Code Defintions

Mext | Cancel |
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4. The "Select Entity_id;" drop down will contain the identifiers for al of the surface waters
in your source coverage. Choose the first one from the list and click Zoom. The NHD-
RIT will enlarge the View scale so that you can see the selected entity. If the QA dialog is
in the way when you are viewing the selection, you can use the Min button to minimize its
sizeinthe View. The NHD-RIT classifies your legend as follows for QA:

Thin Red line - entity in the NHD event theme
Thick Gray line - entity in the source coverage
Bright Blue line - NHD reaches

Any place where the red and gray lines do not match up is a place you may need to
correct, either using the Event Editing Toolbox or by adding new events..

5. Y ou can use the Next and Back buttons to step through each entity in the source coverage.
For each entity that you examine, the QA dialog will present the QA/QC codes from the
QA table. These codes are an indication of how well the migration went, where 10 isa
success and 1 indicates a problem. To view the QA/QC code definitions, click on the
QA/QC Code Definitions button.

Convert to a Custom Shape Theme

Convert to a Custom Shape Theme allows you to convert any shapefile or coverage into
aformat that is compatible with the RIT. This should only be used for features that are not
appropriate for georeferencing to NHD, like shellfish harvesting areas. The advantage of
converting themesinto this format is that you can then take advantage of all of the editing
capability available through the RIT, like creating shapes and using the ID list, while maintaing
FDGC compliant metadata.

To use Convert to a Custom Shape Theme: I
1 Add the theme you want to convert to the View and make it active.
2. Select Convert to a Custom Shape Theme from the NHD-RIT menu.

3. Y ou will then be prompted to select the fields in the theme attribute table that correspond
to thefieldsin the event table. Select the field you want to use for Entity_ID. The other
fields are optional. Once you've made your selections, €Kk
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i Identify fields X|

Entity_ID Field: [v/bid 2000 =] State Field: | <nones> =]
aitr_Prg Field: 8

Attr_Val Field: [<nones =]

Shapefile Attribute T
Area Penmeter  Ponds_dd_ Ponds_dd_i  Pali=_id *~'bname

naoo 0085 2 1 4002 LAKE ATTITASH ;I
0ooo 0.0 3 2 E'IdEIEIE LAKE ATTITASH _ILI
4

J
Cancel | QK |

You can enter any filename and directory you wish. Once you've made your selec

4, Y ou will be prompted for the name and storage location for your custom shape theme.
ns,
click OK.

5. You will be prompted to enter metadata. Clinleate New and fill out the metadata
dialog. After you clickOK, the NHD-RIT will create your custom shape theme and
to the view.

Convert to a Custom Shape Theme does not change the shapes that are in your original
theme, so there is no QC feature for this tool.

Completing Event/Water body I ndexing
Find Overlaps
When you have finished editing a linear event table, it is a good practiceRmcun

Overlaps (available under theHD-RIT menu). Find Overlaps will identify linear event
segments that occupy the same spatial extent on an NHD reach, and have the same offset.

To useFind Overlaps:

1. Make the linear event theme active and sélext Overlaps from theNHD-RIT menu.
The NHD-RIT will notify you if your event table does not have any overlaps.
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2. If there are overlaps, the NHD-RIT will open the attribute table for the linear event theme,
with the first set of overlapping event records selected. The NHD-RIT will also zoom to
the selected overlapping eventsin your View. A small dialog box will show you the
values for the selected records.

&2 Find Dverlaps

The following events [records] overlap: Total Overlaps = 3

| F_meas T_meas Eoffset Entity_id  Altr_wal  Aktr_prg
41.48 10000 00000000 COwater?  trout? COCDEQ |~
0.00 10000 00000000  COweater?2  Troutl  CODECQ

R

3. There are several ways to resolve an overlapping situation

a. If thevaluesin the attribute fields (Entity_id, Attr_val and Attr_prg) are identical, then
the overlapping event is a duplicate and can be deleted. Typically, if thereisa
difference in the F_meas and T_meas values for the overlapping events, you will want
to delete the event that is shorter. If one event has To and From measures of 0 and 100,
and the other has measures of 25 and 75, you would del ete the second event.

b. To delete an overlapping event, select the event in the attribute table, open the View
and use the Delete events/water bodies function. It isagood ideato check the output
inyour View, to make sure the resulting entity delineation is what you intended.

c. If thevaluesin the attribute fields (Entity_id, Attr_val and Attr_prg) are different, you
can resolve the overlap by changing one of the offset values. To change the offset,
select the record in the table you wish to modify, return to the View and use the Edit
events/water bodies function to change the offset. Visually inspect the results of your
edit in the View to ensure the results are what you intended.

4, After you have resolved the overlap, click on the Next button to view the next set of
overlapping reaches. The NHD-RIT will notify you when all of the overlaps have been
resolved.
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State Border Snapping

Y ou can use State Border Snapping to make sure that all of your events and waterbodies
are contained in the correct state. This feature will also snap NHD events and waterbodies that
stop short of the state boundary, to the state boundary. Y ou set a snapping distance to determine
when events should be snapped to the state line. 1f you do not want to snap events to the state
line, set the buffer distanceto 0. State Border Snapping creates alog file that lists the event,
waterbody, and custom shape themes that were processed, as well as any problems that were
encountered during the procedure.

In order to use this feature you must have a polygon shapefile for the state of interest, with
the two letter abbreviation for the state in one of the attribute fields. Y ou can use this feature on
linear and point event tables, waterbody tables and custom shapes (note that no snapping is
performed on custom shapes) . State Border Snapping will perform the following operations on
each feature type:

Feature Type Output

Linear State Border Snapping will clip all line segments that extend past the
Events/Custom state boundary to the state line and delete any segments that are entirely
Lines outside of the appropriate state polygon. Linear eventswill also be

snapped to the state line if the distance between the end point of the event
and the intersection of the state line along the indexed reach is less than or
equal to the snapping distance set by the user.

Point State Border Snapping will not modify the locations of points. Any
Events/Custom points that are located outside of the specified state will be written to the
Points log file so the user can examine them.

Waterbodies/ State Border Snapping will delete al polygons that are located entirely

Custom Polygons | outside of the state of interest. It will clip polygons that are intersected by
the state border. For NHD waterbodies, State Border Snapping checksto
see if snapping should occur by generating a buffer around the indexed
waterbody using the snapping distance set by the user. If the state border
intersects the buffer generated around the waterbody, snapping will occur.
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To use State Border Snapping:

1 Load the event/waterbody themes or custom shapes theme you wish to perform border
snapping on into your View using the NHD-RIT®ad NHD Event Theme or L oad
Custom Shape feature as appropriate.

2. SelectState Border Snapping from theNHD-RIT menu. This will open the following

dialog:
iZ! Event/Waterbody State Border Snapping Tool X|
Pick Ewventfafaterbody T ables Current State Coverags:
to Process e o g€
213060101 p. dbf (=

Select State Coverage
SCO30607071 dbf

Select State to Snap to:

™ Select a state
¥ |lze Evert T able Data

Current Snapping Distance

B00 meters
= Change Snapping Distance
“‘l | b I_ g PRINg
0k Cancel
3. Choose the event/waterbody and custom shapes tables you would like to process

list on the left hand side of the dialog. Hold down$hét key to select multiple tables)

q_-_-_-_-_-__--
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4. Click on the Select State Cover age button. Y ou will be prompted to navigate to the
shapefile containing the state polygons you would like to use.

! Please select the state covergae you would like to use

= d - Cancel
[= myfiles
[= O-data

X
File M arme: Directories: 0K |
| wlzc zhp d:smyfilesh0-databmesses_nat

&= weszex_nat

Ligt Fileg of Type: Drrives:
| Shapefiles [.zhp x| | d =]

Navigate to the shapefile and click OK.

5. Next you will be prompted to select the field containing the two letter state abbreviations
(For example, a field that would contain “SC” for South Carolina).

i} Select State Field 5'

Pleaze zelect the field in the ztate shapefile that
containg state abbreviations.

Ok

Shape | Cancel
Id

Mame

Statefipz

Count

Select the appropriate field and clioK.
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6. In the Select State to Snap To option box you can choose to select a state for border
snapping, or you can use the data in the event table. If the event table only contains data

for asingle state, you can choose the Select a state option and the table will be formatted
for the state you select. If the event table contains data for multiple states, or you want to

run a batch of event tables that are in more than one state, you can choose Use Event
Table Data. Thisoption will use the valuesin the State field of the event tables for

processing.

Note: Y ou can only use the Use Event Table Data option if the state field is populated in

the event table for every record. Otherwise the lack of state datawill be noted in the log
file and the event/waterbody table or custom shapefile will not be processed.

7. Click on the Change Snapping Distance button to define the tolerance for snapping
linear events and NHD waterbodies that fall short of the state line to the border. A
snapping distance of 100-500 meters is recommended. If you do not want snapping to
occur, set the snapping distance to 0.

8. Once al of the options are set, click OK. Y ou will be prompted for the storage location of

thelog file. You should review the log file after the process is complete to check for any

problems.

Managing all of the output files

Each time you create a new event, waterbody or custom shape theme with the NHD-RIT,

the following files are generated.

10190006L .dbf
(Event Table)

10190006L_ M .dbf
(Metadata Table)

10190006L_T.dbf
(Event Table
Transaction file)

Thisisthe table that contains the reach indexing information (Reach
codes, To and From measures, Entity_ID, Attr_val, Attr_prg €tc).

Thistable stores all of the metadata entered by the user, including
the user information and source information. Thistable can be
joined to the event table through the Meta id field. This
relationship allows the NHD-RIT to store record level metadata.

Thisfile stores information about how the event table was edited.
For each addition, edit, or delete that is performed, the unique event
id (unique identifier for each event table record) is stored, along
with the transaction type and the date and time. This transaction file
will be used to upload the reach indexing data to EPA’s Reach
Address Database (RAD).
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10190006L_MT.dbf Thisfile functions similarly to the event table transaction file,
(Metadata Transaction  except that it records edits to the metadata table.
file)

Note than when waterbody tables or custom shapes are created, .shp and .shx files are also created
for the shapefile.

The following diagram depicts the relationship between these files.

Event Table
Fm.x{ .".ﬂwd Fobat | Do it | P ook mf,a_mg Enify &7 | Mot il |
© 2000041 70843230000

zzaa.n?mmn?nnmm 3970424 ILPBO2_PEKA-1938 -2unnnmmsaa?sunnu
2000040310085800150 1 0,007 1D0.00% 00000000 . 2248 | (704900070001 941 3970424 | [LFBO2_PEKAG38 | 2000041 70643250000
200004031009580M51 | 0,007 100,00 00000000 2248 07090007007 11719970424 | ILPBO4_PE 091998 £ 2000041 70243230001

1 o0

Event Table

1 Transaction File 1 Metadata Table

Ay | Pl ot | ik
2000040310035300116 0 ¢ 2000041708432300000RTI D ... jerd02Sddbf
20000401009580015G 4 2000041 70843290000, Stateof . F .. jem025ddbt

S0004T100850001 29 M IOV
S00004CTIO0EE0TEY A l

Metadata Transaction File

200004170843290001 (A

After you are satisfied with the content of your event, waterbody or custom shape theme,
you can use the Export Bundled Files utility to bundle the event, waterbody or custom shape
fileswith all of the associated metadata and transaction files into a single compressed unit. This
format is useful for storing and maintaining your event tables. It isalso the format your event
tables must bein if you wish to submit them to EPA.

60 NHD-RIT User Guide



NHD Reach Indexing Tool

Export Bundled Filesis available under the NHD_T ools menu.

#! Bundle Export x|

Event Table(z]Awf aterbody Shapefile(z] to Bundle

Cancel k.,

The Bundle Export dialog alows you to export event, waterbody and custom shape
themes that are loaded in your project. Select the themes you would like to export and click OK.
Use the shift key to select more than one NHD-RIT theme. The compressed fileswill be given
the same name as the event, waterbody or custom shape theme and will be stored in the same
directory.

Table Type Compressed File Contents

Linear or Point Event Table eventTable.dbf

(eventTable.tgz) eventTable.shp*
eventTable.shx*

eventTable M.dbf
eventTable T.dbf
eventTable MT.dbf

Waterbody Table or Custom Shape themeName.dbf

(themeName.tgz) themeName.shp
themeName.shx
(and any other shapefile components -- .sbn,
.sbx, .ain,.ah)

themeName_M.dbf
themeName_T.dbf
themeName_MT.dbf

The bundled export files contain all of the files listed above under "Compressed File
Contents", so you will only need to archive the .tgz files. When you want to reimport these files
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for later use with the NHD-RIT, use the Import Bundled Files utility available under the
NHD_tools menu.

*The Export Bundled Files process creates shapefiles for linear and point events. Thisis
to facilitate the use of these event themes, but these shapefiles can also be used by the indexer for
mapping and display. Please note that these shapefiles are only updated on export. So if you
make updates to your linear or point event tables, you must export a bundled file, and then use the
shapefile contained in that bundle to view your current work.

Export Bundled Files also adds a size field to the event tables. These are for EPA’s
Reach Addressing Database. Linear event sizes are in meters, waterbody sizes are in square
kilometers, and no sizes are calculated for points. These sizes are only updated when you export
bundled files, so if you make updates to these event tables and you want to use the sizes, you must
export bundled files and then use the event tables in the bundles in order to have current size
information.

When you use thiemport or Export Bundled Files utility, the NHD-RIT will open a
DOS window. If this DOS window does not close when the operation is complete, right click on
the dialog menu, check the "Close on Exit" box and dipkly.

Note: Export Bundled Files copies your event tables and associated files to the default "Temp"
directory on your computer. It is a good idea to periodically delete these files from your temp
directory. On Windows 95/98 machines this is typically "c:\Windows\Temp" and on Windows
NT itis "c:\Temp".
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NHD Toolkit Function Reference

The NHD Toolkit I nterface

The functions shown below may be available depending on which NHD Toolkit
extensions have been loaded into your project. This section contains a brief description of each
function by reference number, including which Toolkit extension the feature is part of.

— 13 | oad NHD Event Theme
HHD_Tools 14 Load Cuztom Shape Theme

1 Convert src2Shape

y) Load NHD Workspace 15— view/lpdate Metadata

3 Unload MHD YWorkspacelz) 16 =R e

4 Show MHD Tables 17— Change 1D List

o) Hide MHD Tables 8— Change Legend Sumbology

() Change Yiew Name 19 Change Snapping Diztance

7 Befresh Loaded ‘Workspace(s] 20— |indo Delete

3 Mavigation Options 21— CoppEvents

9 __ Clear Mavigation Start 22 Diraw Offsets

10— jrport Bundled Files 23— Find Overlaps

11— Export Bundled Files 24 Merge Events

12— Uncampress NHD ‘wiorkspace 25 Select Reaches by W aterbody Mame
26— Convert to MHD Events
27— LAQC Converted MHD Events
28— Conwertto aCustom Shape Theme
29— State Border Snapping

48 49 30 21 19

&l Arcview GIS 3.2a

Ele  Edit “iew Theme Graphicz “Window MHO-RIT MHD Tool: Help

2323 © (alle][o]

S

El
DDE

(= o
—t=-

++1

ONRE IR E A= ‘E | #|&s] - | [ L] 4 ]|Scale 1]433.576

30 31,33,35- 42 43-47
32 34 41
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1 - Convert Arc2Shape (NHD Arc2Shape)

Convert Arc2Shape converts an NHD workspace in ARC/INFO coverage format to
ArcView shapefile format. The resulting NHD shapefile retains the directory structure of the
NHD workspace. Convert Arc2Shape provides you with the option of projecting your
workspace to a desired projection.

2 - Load NHD Workspace (NHD Load/Unload Workspace)
Load NHD Workspace allows the user to load an NHD workspace into the current

View. You can load al themes, tables and links, or define a custom collection of NHD features
to load.

3 - Unload NHD Workspace(s) (NHD Load/Unload Workspace)

Unload NHD Workspace(s) allows you to remove NHD workspaces from your View
that you have added using Load NHD Workspace. Unload NHD Wor kspace(s) will also
remove any event/waterbody tables in the project that have been associated with the workspace
using the NHD-RIT.

4 - Show NHD Tables (NHD Load/Unload Workspace)

Show NHD Tablestiles your ArcView windows so that you can view any NHD tables
you've loaded into your project. When you make a selection in the View, or any of the tables,
records in any linked tables will also be selected.
5-HideNHD Tables (NHD Load/Unload Workspace)

Hide NHD Tables closes the NHD table windows in ArcView.

6 - Change View Name (NHD L oad/Unload Workspace)

You should us€hange View Name if you would like to change the name of a View in
which you have useldoad NHD Wor kspace to add NHD themes. If you use conventional
ArcView Methods, théNHD L oad/Unload W orkspace extension will malfunction.

7 - Refresh Loaded Wor kspace(s)
NHD Load/Unload workspace creates files in your temp directory that store

information about the linkages ArcView puts in place when you load a workspace. If these temp
files are deleted, ArcView will prompt you for their location when you open a saved ArcView
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project where you used NHD Load/Unload workspace. Refresh L oaded Wor kspace(s) will
recreate these files for you so that you may continue to use your project. Thisfeatureisalso
useful for restoring aworkspace in your View when atheme, table or link isinadvertently
renamed or deleted from the project.

8 - Navigation Options (NHD Navigate)

This feature allows you to enter parameters for the navigations you perform using NHD
Navigate. You can specify whether you would like your navigations to begin with whole reaches
or at aspecified point along areach. You can aso specify a maximum distance for the
navigation.

9 - Clear Navigation Start (NHD Navigate)

Clear Navigation Start can be used to clear the starting point of a “Point to Point”
selection.

10 - Import Bundled Files (NHD Reach Indexing Tool)

Event/waterbody tables are often stored as tarred and gzipped files that also contain the
associated metadata and transaction files. You camys®t Bundled Files to import these
bundles so that you can use the event/waterbody tables witHDeRIT.

11 - Export Bundled Files (NHD Reach Indexing Tool)

Export Bundled Files created tarred and gzipped files for the NHD event/waterbody
themes in your view. This feature creates a single archive containing the event table, metadata
table and any associated transaction files for each event/waterbody tepoet Bundled
Files also creates shapefiles for linear and point events and adds a size field to linear and
waterbody themes. The shapefiles and sizes are only updated on export. In order to submit your
event tables to EPA for inclusion in the Reach Addressing Database, your event tables must be in
this bundled format.

12 - Uncompress NHD Workspace (NHD Reach Indexing Tool)

Uncompress NHD Wor kspace can be used to decompress NHD workspaces
downloaded from the NHD website (usgs.nhd.gov). This feature calls the freeware tools gzip
and tar. Uncompress NHD Workspace is very useful for batch decompression of NHD
workspaces.
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13- Load NHD Event Theme (NHD Reach Indexing Tool)

Load NHD Event Theme allows you to add an NHD event/waterbody theme to your
project. In order to load an event/waterbody theme, you must first load the Network Reach and
the Waterbody Reach themes for the corresponding NHD workspace using NHD L oad/Unload
Workspace. You can aso use this feature to make an event/waterbody table active for editing
with the NHD-RIT using the Select a loaded event/water body table option.

14 - Load Custom Shape Theme (NHD Reach Indexing Tool)

Load Custom Shape Theme alows you to add an NHD-RIT Custom Shape theme to
your project. You can also use this feature to make the custom shapes theme active for editing
with the NHD-RI T using the Select a loaded Custom Theme option. This affects which
custom theme new shapes are added to.

15 - View/Update M etadata (NHD Reach Indexing Tool)

View/Update M etadata allows you to update the current metadata for an active
event/waterbody table. Y ou can either select a metadata entry that has already been created for
the table, make an update to an existing entry, or create a new entry. The metadata entry you
select will be associated with each record in the event/waterbody table that you create/modify
during your indexing session.

16 - View/Update Users (NHD Reach Indexing Tool)

View/Update User s allows you to change the current user for the indexing session, or
update the contact information associated with auser. Thisinformation is stored in the
metadata record associated with the current reach indexing session.

17 - ChangeID List (NHD Reach Indexing Tool)

An D list can be used with the NHD-RIT to provide you with alist of identifiers for
selection instead of requiring you to typein identifiers. This saves time and reduces the risk of
typos that will prevent an associated database from joining with the GISwork. ChangeID List
allows you to select your desired ID List option. Y ou can change your ID list method, or your ID
list at any time during your reach indexing session. The default isNo List, which allows you to
choose from the list of values that are already in the current event table.
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18 - Change L egend Symbology (NHD Reach Indexing Tool)

Change L egend Symbology will classify your event, waterbody or custom shape theme
legend by Entity_ID, Attribute Program or Attribute Value, any combination of two of those
fields, or using all three fields. You can use the “Use as default symbolgy” check box to apply
your selection to all of the event, waterbody and custom shape themes in your project.

19 - Change Snapping Distance (NHD Reach I ndexing Tool)

By default, the NHD-RIT uses a 10% snapping distance. This means if you move a linear
event end point, or add a point event within 10% distance of the reach from its end point, the
point will snap to the end point of the reach. You canGsnge Snapping Distance to
change this snapping percentage. If you do not wish to use snapping, set the value to 0. The
snapping distance you select will affect Meve End Points, Add Point Event on Reach and
Migrateto NHD Events... features.

20 - Undo Delete (NHD Reach Indexing Tool)

You can usé&Jndo Delete to restore events/waterbodies that your have deleted using the
NHD-RIT’s Delete Events/Water bodies feature. It will restore the events/waterbodies from
your most recent delete.

21 - Copy Events (NHD Reach Indexing Tool)

Copy Events allows you to copy existing linear events and display them offset from the
original event. You define the appropriate offset value in your View projection units. The table
below suggests some offsets for different View projections. Modify these values as necessary to
display your offsets at the desired View scale.

View Projection Units | First Offset Second Offset Third Offset
Decimal Degrees .001 .002 .003
Meters 100 200 300

Feet 300 600 900

Note: The offset value stored in your event table (eoffset field) is stored in coverage
units, but you enter the offset valuein View units. If your View is not projected, then coverage
units = View units.
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22 - Draw Offsets (NHD Reach Indexing Tool)

Offset events do not always display, due to aknown ArcView bug. The Draw Offsets
button will select the offset reaches and force them to draw. Use Arc\Géegis Selected
Features button to clear the selection (your offset reaches will remain visible in the View until
you pan or change the view scale).

23 - Find Overlaps (NHD Reach Indexing Tool)

Find Overlaps will identify linear event segments that occupy the same spatial extent on
an NHD reach and that have the same offset value. For more information oRinging
Overlaps seeCompleting Event/Waterbody I ndexing in the NHD-RIT section of the document.

24 - Merge Events (NHD Reach Indexing Tool)

Mer ge Events allows you to merge linear or waterbody events that are located on the
same reach. Thisisuseful for restoring events that you have split using Split One Event into
Two from the Event Editing Toolbox. The events/waterbodies must have the same Entity ID,
Attribute Program and Attribute Value in order to be merged.

25 - Select Reaches by Waterbody Name (NHD Reach Indexing Tool)

Select Reaches by Waterbody Name allows you to query the active NHD Reach Theme
by presenting alist of all reach names available in the workspace. Y ou can select one or more
names for selection, and can also search for names using the “Search Names for:” text box.

26 - Convert to NHD Events (NHD Reach Indexing Tool)

Convert to NHD Events allows you to convert an existing coverage of surface water
entities to NHD event/waterbody tables. You can convert points, lines and waterbody polygon
coverages. To run a conversion you need to add the existing coverage to your View and load all
of the corresponding NHD workspaces that you would like to create event/waterbody tables for.
You can set up a batch migration for multiple workspaces. It is strongly recommended that you
carefully examine the output event/waterbody tables. The NHD-RIAQC Converted
Eventsfeature is designed to help you with this process.

27 - QAQC Converted NHD Events (NHD Reach Indexing Tool)
QAQC Converted NHD Events steps you through each surface water entity in your

original coverage for comparison against the event/waterbody table creat€bmitrt to
NHD Events.
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28 - Convert to a Custom Shape Theme (NHD Reach Indexing Tool)

Convert to a Custom Shape Theme alows you to convert an existing coverage to a
format that can be edited with the RIT. This should only be used for features that can not be
georeferenced to NHD, like shellfish harvesting areas or groundwater protection areas.

29 - State Border Snapping

State Border Snapping can be used to make sure all of the themes you've created with
the NHD-RIT are contained in the appropriate state. Any entities that extend outside of the state
will be clipped to the state boundary. You can also choose to snap NHD events and waterbodies
to the state border within a user specified tolerance. If you want to use this tool on data that
contains information for multiple states, selectlitse Event Table Data under theSelect State
to Snap to: options on thé&tate Border Snapping dialog.

30 - Display Measure (NHD Load/Unload Workspace)

Display Measure will return the route and measure information for NHD Route Themes.
This information will vary depending on the active route theme. Network Reach themes, Drains
and 1 D Landmark features are all route themes in NHD.

31 - Add Point Event on Reach (NHD Reach Indexing Tool)

Add Point Event on Reach allowsyou to create apoint event along an NHD Network
Reach segment. This point is georeferenced to NHD using the reach measure value where the
point is located (P_meas).

32 - Add Offset Point (NHD Reach Indexing Tool) =

Add Offset Point isavailable as atool drop down under the Add Point Event on Reach
tool button. Add Offset Point allows you to create a point event that is not located directly on
an NHD reach. Offset points are georefenced to NHD using a reach measure value of a nearby
reach and an offset value to display them at the desired location.

33 - Add Entire Waterbody(ies) (NHD Reach Indexing Tool)

Add Entire Waterbody(ies) allows you to reach index the waterbody polygonsin the
NHD Waterbody Reach theme.
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34 - Add Partial Waterbody (NHD Reach Indexing Tool) =3

]

Add Partial Waterbody is available as atool drop down under the Add Entire
Waterbody(ies) tool button. Add Partial Water body(ies) allows you to reach index a portion
of apolygon in the NHD Waterbody Reach theme.

35 - 41 - Custom Shape Tools

These tools allow users to create and modify custom shape features.

EI Add Custom Point Allows the user to create a custom point.

El Add Custom Line Allows the user to create a custom line.

[=] Srlit Custom Line Allows the user to split one custom line into two.
[=] Merge Custom Line Allows the users to merge custom lines that have the

same Entity_ID, Attribute Program and Attribute Vaue
into asingle feature.

E Add Custom Polygon Allows the user to create a custom line.
@2] Split Custom Polygon Allows the user to split one custom polygon into two.
Append Custom Polygon Allows the users to merge custom polygons that have

the same Entity_|ID, Attribute Program and Attribute
Vaueinto asingle feature.

42 - LatLong (NHD Reach Indexing Tool)

The LatL ong button will return the latitude and longitude for any point in the active
View. To usethistool, click on the L atL ong button, click on the desired location in the View,
and adialog box will tell you the latitude and longitude coordinates.
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43 - 47 - Navigation Tools (NHD Navigate)

Several navigation tools are available from this tool dropdown.

[] Upstream Mainstem Selects all mainstem reaches upstream from the
selected point on areach.
Upstream Mainstem with Selects al mainstem and tributary reaches upstream
tributaries from the selected point on areach.
Downstream Mainstem Selects all mainstem reaches downstream from the
selected point on areach.

Downstream Mainstem with ~ Selects all mainstem reaches and divergences

divergences downstream from the selected point on areach.
[+=] Point to Point Selects all reaches along the flow path between two
selected points.

48 - Add Linear Event(s) or Partial Waterbody(ies) (NHD Reach Indexing Tool)

Add Linear Event(s) or Partial Water body(ies) adds selected NHD Network or
Waterbody reaches to an associated linear event or waterbody table. If thereis no corresponding
event/waterbody table for the selected reaches, the NHD-RIT will prompt you to create one. You
can also use this feature to add navigation results from NHD Navigate to alinear event table.

Y ou can also use this feature to add selected shapes from another theme to a custom shapes
theme.

49 - Edit Events/Waterbodies (NHD Reach Indexing Tool)

Edit Events/Waterbodies opens the Event Editing Toolbox. Thistoolbox allows you to
modify the attribute values (Entity 1D, Attribute Program, Attribute Value and Offset) for the
selected events, waterbodies or custom shapes. Y ou can aso modify the spatial extent of a
selected event using Move Endpoints or Split One Event into Two Events.
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50 - Delete Events/Waterbodies (NHD Reach I ndexing Tool)

Delete EventsWater bodieswill delete the selected events, waterbodies or custom
shapes from the event/waterbody table. You should always del ete entities from your event,
water body and custom shapes themes using the Delete Events button in the NHD-RIT. If you
delete records from the attribute tables using conventional ArcView methods, the associated
metadata and transaction files will be out of sync with the NHD-RIT theme.
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Troubleshooting

The Event Editing Tool Box isnot responding.

Occasionally when you call the Event Editing Tool Box, it isfrozen and will not
respond to user input. Clicking on the"E" button multiple times will usually "wake up" this
dialog box. Y ou can also wake up the Editing Toolbox by clicking on the Delete button then
hitting " Cancel" when prompted to del ete the events (Note: This only worksif you have not
checked the "Do not show this dialog again™ check box for the Delete feature.

When | use Import Bundled Files, Export Bundled Filesor Uncompress NHD Workspace,
the DOS window does not close.

When the DOS window opens, right click on the title bar and select Properties. Make
sure the box that says "Close on exit" is checked. Y ou should only have to do this once on your
computer (once set it should remain set).

When | try to Add a new feature, the NHD-RIT is prompting me about creating a new
event table.

When this happens, the NHD-RIT is either unsure which event theme you are trying to
edit, or there may not be atheme in the View for the feature type you are trying to add. If you
are working with atheme that existsin your View, choose Select aloaded event/water body
table and select it from the list box in the dialog. If you need to create a new event theme for the
feature type you are adding, click Create new event/water body table.

See Editing Event/Waterbody Themes in the NHD-RI T section of this User Guide for
more information about "editable" themes.

TheEntity_ID, Attr_val, or Attr_prgvaluel want to usein my event tableisnot available
in the Choose I D dialog.

Type the desired values into the text boxes for each field and click OK. Depending on
the ID List method you are using, the NHD-RIT may prompt you to see if you would like the
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new value to be added to your ID list table.
My Offset Reaches do not display.

Due to aknown problem with ArcView, offset reaches do not aways display in the View.
Use the Draw Offsets button, then click Clear Selected to force them to draw. Y ou will have
the best resultsif you work in aView projection that is the same as your data projection (For
example, if your data are Geographic, work in an unprojected View).

How do | know which NHD coverage my event/water body tableis associated with?

In order for your event table to display, you must have an associated NHD coverage that
has a reach segment with arch_code for each rch_code listed in the event table. (Y ou aso need
thisNHD coverage to edit awaterbody table with the NHD-RIT.) The default naming
convention for event/waterbody tables created with the NHD-RIT is <NHDcoveragename>X.dbf
where X isthefirst |etter of the feature type (point, linear or waterbody). If the default name was
used, your event table should be associated with the coverage that is part of its name. If you
have event tables that have been named another way, you may be able to narrow down the list of
NHD coverages they could be associated with by examining the rch_code in the event/waterbody
table. Thefirst 8 characters of rch_code identify the 8 digit USGS Hydrol ogic Cataloging Unit
the NHD reachisin.

The NHD-RIT caused ArcView to Crash.

The NHD-RIT has been known to fail after intense indexing. The frequency of this
problem and the number of event/waterbody tablesin your project is largely dependant on the
specifications of your computer. The more memory and available resources your computer has,
the fewer problems you will encounter.

When ArcView is going to crash, you will see a message such as: ‘spatial index cannot be
created for ... check available memory’ or ‘too many files open’. You may also get a message
suggesting that ArcView will try to recover. As soon as you get one of these messages, save
your project and close ArcView. You can reopen ArcView, and your project and everything will
function properly.

If you are unable to save your project before ArcView crashes, don’t worry. Your
event/waterbody table is saved each time you make an addition or edit. No work will be lost.
Simply re-add the event themes you were working with to a new NHD-RIT project and continue
working.
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My event table will not display correctly.

Sometimes event tables do not display correctly in the ArcView view. Thiswill often
occur after using the NHD-RITBelete Event/Water body function. Currently the only way to
get the event table to display properly is to close ArcView, create a new NHD-RIT project and
re-add the event table to it.

Can | rename my event/water body tables?

Renaming event/waterbody tables is not recommended because the metadata files store
information about the original event/waterbody table names.

The Tool Button | want to useis grayed out.

As you work with the NHD-RIT, only the tool buttons that can operate on the current
active theme are available for use. If the tool you want to use is grayed out, you probably need to
change your active theme.

When | try to make a selection in the View, nothing happens.

This is usually due to one of two things. The first is that the theme you wish to make the
selection on is not currently active. Make sure the theme is currently active in the View. The
other possible problem is that as you create linear events and waterbodies, they display on top of
the NHD Transport Reach and Waterbody Reach themes, so you can no longer see your
selections in the underlying NHD themes. To view your current selections, simply turn off the
linear and waterbody event themes.

My event will not split at the location | selected.

You will have the most success using 8péit One Event into Two Events tool if you
zoom in to the reach you are wanting to split. This increases the accuracy of the split location
you select with the mouse pointer.

Sometimes using theplit One Event into Two Events tool yields seemingly
unpredictable results. This often occurs if you are dealing with an event on an artificial path
(NHD reaches that go through lakes, ponds or wide rivers). Due to the way that measures are
distributed along artificial paths, these events can be difficult to split. There is currently not a
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good solution to this problem in NHD, so our advice for now is to attribute the area of interest as
accurately as possible.

Another scenario that leads to unpredictable splitting results is when the underlying NHD
reach segment has conflicting measures. Y ou can check for conflicting measures by classifying
the NHD Transport Reach theme legend using the line symbol with arrows. If the arrows along a
single reach point in opposite directions, you have conflicting measures. This issue can not be
resolved until the measures are corrected in NHD. Our advice for now isto attribute the area of
interest as accurately as possible.

My Offset Point Event isnot at thelocation | selected.

Offset Points are linked to the nearest NHD reach with a calculated offset value. Offset
points display perpendicular to the NHD reach they are linked too. Sometimes the location you
select is not perpendicular to the nearest reach, so the point that is added does not display at the
desired location. You may be able to get better placement of your point by visually looking for a
reach that would be perpendicular with aline to your desired point, adding the point on the reach
and setting the offset value manually (through the Choose ID dialog). You can use ArcView’s
measure tool to help you select an appropriate offset value.

When | add my event/waterbody tableto the View | get a message that says" Unableto
Save Edits, please use the Save Edits as option" .

You must have write access to your waterbody/event table and the associated metadata
and transaction files to edit them. You cannot edit event/waterbody tables that are on a CDROM
or that are on a network where you do not have write access. To use the event/waterbody tables,
download them to your local workspace and use Windows Explorer to remove the Read Only
property from the files.

When | try to add an event/water body to my event/water body theme| get an error message
that says" Attempt to edit read-only virtual table (vtab)".

You must have write access to your waterbody/event table and the associated metadata
and transaction files. You cannot add events/waterbodies to event/waterbody tables that are on a
CDROM or that are on a network where you do not have write access. To use the
event/waterbody tables, download them to your local workspace and use Windows Explorer to
remove the Read Only property from the files.
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When | try to add anew ID or modify my ID list | get an error message that says" Attempt
to edit read-only virtual table (vtab)" .

Y ou must have write access to your ID list order to add records to it or modify it.
When | use Move End Point, | get a message that says" No measure found" .

Y ou may get this message if the point you select to move the end point to is not on the
NHD reach that has the event onit. Zoom in to the end point you are trying to move and try
again. If you are not sure where the start and end points of the underlying NHD reach are, turn
off the linear event theme and select the underlying NHD reach. The area selected is the
maximum extent for the end points of the NHD event you are editing.

Y ou may also get this error if your underlying NHD coverage has the "FOD2ARC
Version 1.80 rmfix patch 1" text in the openme.txt file located inside the workspace directory.
Y ou can resolve this error by converting your NHD coverage to a shapefile using the
NHDAr c2Shape extension that is part of this Toolkit.

TheNHD-RIT buttonsaredistorted in my View.

Maximize your ArcView window and your View windows and the buttons should display
properly.

When | click on " Split one event into two" | get an error message that says" You can only
have one event selected to split" .

If you get this message, you have more than one event in your event table selected. If it
appears that there is only one selected, you may have overlapping reaches. Clear your selection
and select the event reach you wish to split. If you still get the error message, open up the
attribute table for your linear event theme, promote the selected records to the top of the table,
and either delete one of the overlapping events, or set an offset value.

When | select alinear event, there appearsto be another small selection on a near by reach.

This occurs due to the way measures were assigned to artificial pathsin NHD. Thisisa
display error that will occur with events that span a portion of an artificial path reach in NHD
coverages or shapefiles. Sinceitisadisplay error, your event table data are correct.
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Copied Events-- In some cases, surface water entities may have overlapping extents. Dynamic
segmentation allows for multiple entities to be referenced to the same NHD reach, but displayed
offset from one another, using an offset value entered by the user.

Dynamic Segmentation -- provides a means of linking and displaying surface water attribute
datato NHD without requiring the modification of the underlying coordinate data. This surface
water data can be linked to any portion of areach (independent of arc-node topology). Itis
dynamic segmentation that allows the NHD-RIT to create and display event tables that define
waterbodies.

Entities -- Groups of eventsin an event table that represent a homogeneous surface water unit.
Information about these entities may be stored in an associated database and accessed using a

unique identifier stored in the “Entity_id” field, or they may have homogeneous attributes stored
in the event table itself. A waterbody is an example of an entity.

Event table -- the main output of the NHD-RIT. These .dbf files can be displayed as themes in
ArcView using the NHD route coverage. Event tables are linked to NHD through the unique
NHD Rch_code, and can be displayed using ERSI's Dynamic Segmentation model.

Event -- a single record in an event table. This record is referenced to one NHD reach through
the NHD RCH_code. An event may represent an entire NHD reach, or only a portion of one.

Measures -- To and From measure fields in the event table define where along a reach the event
is displayed. In the case of point events, only a single measure (Position measure) is stored to
define its location on a reach.

Offset -- the distance a copy of an event is displayed from the associated NHD reach.

Reaches -- a linear reach is a single NHD segment that typically is defined by tributary
confluences. The NHD linear drainage network is composed of reaches and each reach has a
unique identifier (Rch_code).

Waterbody -- a set of one or more hydrologic features (reaches) that are grouped together for
organizational purposes. For example, a 305(b) waterbody may be a small watershed that is

assessed for water quality. A waterbody can be composed of several NHD reaches, and their
locations are stored in event tables as collections of events. Waterbodies are a type of entity.
(Note: ‘Waterbody' is also the term used for areal reaches in NHD).
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Water body reaches -- composed of areal NHD features (Iakes/ponds). Each waterbody reach
has a unique identifier (Rch_code). Waterbody reaches are not part of the NHD linear drainage
network.
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